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Abstract
This thesis reports on numerical studies of the heating of solid targets via laser
generated fast electron beams, which allows for better understanding and optimi-
sation of the generation of hot dense matter in a laboratory setting. The work is
split into 3 main investigations which are summarised below.
In the first investigation, simple analytical scalings of target temperatures with
laser-target parameters, IL, λL, ni, produced by the Spitzer resistivity and a pre-
scriptive low temperature for Ohmic heating were compared using a 3D Hybrid-
PIC code. Results showed that the scalings from the Spitzer resistivity underes-
timate the overall dependencies and the numerical results are found to be better
fit by the prescriptive low temperature resistivity model. Thus, not only is the
Spitzer resistivity insufficient to characterise the full evolution of a target but it is
also shown that the low temperature regime of the target plays a pivotal role in
the evolution of the target.
In the second investigation, assumptions made in the previous investigation, con-
stant ionisation and specific heat capacity, were explored via a 0D heating model.
Results showed that the assumption had little impact on the scalings from the
0D model. It was noted, however, that fixing the ionisation and specific heat
capacity resulted in higher overall temperatures. This was expanded upon by
varying these two independently while also considering a more complete resistiv-
ity model which accounted for electron statistics and collisions. It was found that
fixing the specific heat capacity produces higher temperatures compared to fix-
ing the ionisation state. These results show that the scaling relations derived in
the previous Chapter will be incorrect due to the ideal gas capacity having no
temperature dependence. Furthermore, these results indicate how important the
selection of the specific heat capacity is for a correct characterisation of the target.
In the third investigation, the generation of uniform heating for potential use
in heating experiments was considered from various designs of the inverse conical
taper using a 3D Hybrid-PIC code. Results showed that a 2-material design with
a “square” geometry of an Al cone, which has a truncated inverse pyramid-like
shape in this geometry, and Cu wire were found to produce regions of uniform
heating. This occurred due to inhomogeneous transport in the fast electron beam,
which is not present in a 1-material design, e.g. Al, where a monotonically decreas-
ing current density is found. While the exact reasons were not fully elcuidated,
various investigations were carried out to consider the optimum periods of uni-
form heating. First, the Z value of the wire was then varied to see its role in
the uniform heating. It was found that both Z values smaller and larger than Cu
resulted in less uniform heating. Work then considered varying the IL & λL with
these producing contrasting results. Due to the strong dependence of the current
density on λL, the variation results in dramatically different transport patterns.
Increasing λL, decreasing current density, results in uniform heating occurring in
a different position. Decreasing λL, increasing current density, results in larger in-
terior magnetic fields, producing a completely different transport pattern. On the
other hand, varying IL produces similar transport patterns. Increasing IL, results
in a smoother inhomogeneous transport pattern and thus an absence of uniform
heating while decreasing IL enhances the inhomogeneous transport and results in
periods of uniform heating. Further work considered whether the uniform heating
was limited to certain values of the fast electron conversion efficiency, β. Re-
sults showed that the uniform heating was independent of β but the position of
the uniform heating was varied due to the variation in current density. Finally, a
cylindrical geometry of the same area was considered to investigate the production
of this uniform heating. Results showed that uniform heating was also produced in
this geometry but that the transport patterns differed greatly. This arised due to
the larger radius of the cylindrical geometry, leading to a weaker field generation
meaning that the fast electron beam went under a more stable transport compared
to the “square” approach.
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Since their first experimental demonstration almost 60 years ago (Maiman (1960))
[1], lasers have found uses in all walks of life due to the unique properties of
light they produce: high directionality, monochromaticity & spatial and temporal
coherence. Following the advent of the Chirped Pulse Amplification technique
(CPA) in 1985 [2], short pulse lasers have been able to reach the relativistic regime:
ILλL > 1018 Wcm−2 µm2. When a linearly polarised relativistically intense laser
pulse is incident upon a solid target, fast electrons (v ∼ c) are generated through a
variety of mechanisms and can propagate through the target. This process, known
as fast electron transport (FET), presents a rich variety of physical effects, and
is of relevance to numerous applications ranging from laser driven fusion to laser
driven ion acceleration to many more.
1.2 Fast Electron Transport (FET)
The generic picture of fast electron transport can be considered as follows. A
linearly polarised, short pulse at irradiance, > 1018 Wcm−2 µm2, is incident upon
a solid target and accelerates a small proportion of electrons to velocities ∼ c, fast
electrons. The mechanisms through which energy and momentum are transferred
are discussed in Chapter 2. The coupling efficiency of the laser energy to fast
electron energy is typically between 0.2 - 0.5. The fast electrons will then proceed
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to propagate through the target, which leads to the generation of resistive EM
fields which can stop these fast electrons in distances < µm [3, 4]. To facilitate the
propagation of the fast electrons, a return current is formed within the solid target
which results in the neutralisation of the fast electron beam. Moreover, while
these two currents neutralise each other the physical nature of the two beams is
very different, with the return current being collisional in nature compared to the
fast electrons collisionless nature. These contrasting physical characteristics lead
to very different heating mechanisms, with the return current producing Ohmic
heating, which can raise the temperature inside a solid target to keV in ps time-
scales [4]. The fast electron beam can also induce heating via drag & collisional
stopping of the beam [4]. Incomplete neutralisation of the fast electron beam will
result in the growth of EM fields [4, 5]. The magnetic fields generated can either
act to collimate or hollow the fast electron beam. Following the propagation of
the fast electron beam in a target, the fast electrons will either come to a stop and
heat it (if the target length is larger than the mean free path), or will generate
large electric fields resulting in the acceleration of ions (if the target length < mean
free path). The regimes and applications which utilise these physical mechanisms
are briefly explored in the sections below.





Absorption of laser to fast electrons
Return current
Fast electron transport
Figure 1.1: A schematic of Target Normal Sheath Acceleration (TNSA)
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Laser Driven Ion Acceleration allows for the generation of high energy (MeV)
ions in target lengths of µm. This can be achieved by a variety of regimes, includ-
ing: Target Normal Sheath Acceleration (TNSA), Radiation Pressure Acceleration
(RPA) & Break-Out Afterburner (BOA) [5–7]. Due to TNSA being predicated
upon efficient fast electron transport [5–7], it is the only mechanism discussed. The
TNSA mechanism follows on from the physical mechanisms discussed in the pre-
vious section, with MeV fast electrons propagating through a target and reaching
the rear of the target where electrons escape into vacuum. The charge separation
leads to the generation of an electric field of the order TV m−1. This electric field
is large enough to ionise the atoms on the rear of the target and then acceler-
ate them to MeV energies normal to the target surface. Due to their favourable
charge-mass ratio, it is found that protons are the most efficiently accelerated ions
[5, 6, 8–10].
The proton/ion beam produced from this acceleration method is found to posses
a variety of attractive features including: high energy, highly laminarity, low emit-
tance [5, 6, 11]. These features lead to current, and proposed, applications in a
variety of fields: proton oncology [5, 6, 12], fast ignition [5, 6, 13], proton imaging
[5, 13], Warm Dense Matter (WDM) [5, 6, 13] and heating of targets.
With the fast electrons leading to the generation of the electric field at the rear of
the target, their transport and characteristics are crucial to the overall structure
of the ion beam generated [6, 8–10, 14–17]. Both Fuchs et al (2003) [9] & Roth
et al (2002) [15] showed that the type of target at room temperature, conductor
or insulator has a large impact on the propagation of the fast electron beam, with
the insulator leading to inhomogeneities in the fast electron beam and thus leads
to a modulated ion beam. McKenna et al (2011) [14] investigated the role of
lattice structure in Carbon, showing that a disordered lattice will lead to more
filamentation of the fast electron beam and thus produce a more modulated ion
beam compared to that of a structured lattice.
The results from these works shows that the understanding of fast electron trans-
port is paramount to the success of this form of LDIA.
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1.2.2 Inertial Confinement Fusion (ICF)
Another application of laser-plasma physics is that of Inertial Confinement Fusion
(ICF). This method offers the possibility of controlled fusion, and with it a po-
tential for clean and long-lasting energy source that can meet todays high energy
consumption needs.
The ICF approach uses the compression and heating of a deuterium-tritium fuel
contained with capsules via drivers (such as lasers or x-rays). Central hot-spot
ignition, via either direct of indirect drive, is the predominant most conventional
of the methods within ICF. This approach requires for the fuel to be compressed to
large densities (1000 g/cm3) to generate a hotspot which initiates fusion “burn”.
Direct Drive is found to be prone to a variety of instabilities and requires an almost
perfect symmetry for high energy gain [18]. With these drawbacks in mind, another
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Figure 1.2: Illustration of the igniter pulse in a) Hole Boring & b) Gold Cone
regimes of FI
FI aims to overcome a variety of issues found within the hot-spot regime by de-
coupling the compression and ignition stages from one another. The first stage of
FI is still to compress the fuel to high densities (300 < ρ < 1000 g/cm3) [4, 5].
After this compression a second intense “igniter” pulse (10 kJ, 10 ps) [20] couples
its energy into fast electrons which propagate a certain distance, known as the
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“stand-off” distance, through the target and heat a hot-spot to temperatures of
∼ 12 keV required for fusion [5, 21]. Performing ICF through this regime offers a
variety of benefits compared to conventional ICF. As FI is an isochoric approach
(constant density) [4, 5, 18, 22–24] compared to the isobaric (constant pressure)
approach of hot-spot regime [5, 18, 22, 23], it results in the compression of the fuel
being both less stringent and demanding therefore meaning that a less energetic
driver can be used. As well as this, the hydrodynamic constraints on the implosion
process are also reduced [4]. These features of FI allow for a very high gain (>
100), while using considerably less driver energy [4, 5, 19–22, 24–29].
The original mechanism for FI is known as the hole-boring regime [19, 20]. In
this regime, as shown in figure 1.2 (a), after the ablation and compression of the
target, a channel is formed in the plasma by a “hole-boring” laser. Following this,
fast electrons are generated at the critical density, by an ignition pulse guided
through the channel, and propagate to the high density core [19]. Difficulties were
discovered due to typical “stand-off” distances being ≈ 300 µm. This distance
resulted in fast electron energy being lost to plasma instabilities or to angular
deflections and raised questions of how effective hole-boring would be [18, 20].
Efforts have been made to reduce this “stand-off” distance by the use of a hollow
gold cone, or similar high Z material, embedded within the target, as shown in
figure 1.2 (b). In this method, the igniter pulse is focused onto this gold cone
causing the fast electrons to be generated at its tip. This results in the “stand-off”
distance being reduced to ≈ 100 µm resulting in less loses from the fast electron
beam [4, 21, 22, 25, 28].
1.2.3 X-ray Generation
The propagation of this relativistic fast electron beam through a solid target will
lead to the generation of x-rays due to the various interactions with the background
ions and electrons, e.g. collisions, ionisation, recombination [10, 13, 30–35]. These
x-rays are not only highly energetic with values ranging from keV to MeV but are
also found to have a small emission area, therefore resulting in high resolution of
radiographic images [10, 30], if they are employed as backlighter beams.
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1.2.4 Heating experiments
At the start of a fast electron transport experiment the target of concern, as will
be discussed in section 3.6, will start out at a cold temperature, e.g. described
via solid state physics. This target will subsequently be heated to temperatures
> 100 eV (106 K) where it will be in the plasma state. Before its transition
to a plasma state, the target will be in a intermediate state known as Warm
Dense Matter (WDM) [28, 32]. This state is characterised by being degenerate
θ ≤ 1, equation 3.36, where the Fermi energy is larger than the thermal energy,
and strong coupling between the ions, Γ ≥ 1, equation 3.35. If the coupling
parameter is still ≥ 1 even once the temperatures are in the plasma region, this
state of matter is known as either Hot Dense Matter (HDM) [36] or hot dense
plasmas [37]. Both of these states of matter, especially WDM, are found to be
of critical interest in the characterisation of astrophysical objects [32, 36, 38, 39],
e.g. Brown Dwarf Stars [38], and ICF [28, 32, 36, 39], e.g. the outer layers of
the target [28]. Thus, fast electron experiments will allow for a characterisation
of the Equation of State (EOS) or opacity of these states of matter, allowing
for a more complete understanding and better benchmarking of models. For an
optimal characterisation of these properties, isochoric heating in the region of
interest is desirable [28, 40]. However due to a variety of reasons such as, transport
instabilities, angular scattering & longitudinal dispersion, uniform heating is not
easily achievable in the laboratory via Ohmic heating. Thus, techniques or designs
are needed to improve both the optimisation and uniformity of heating, some of
which will be discussed in this thesis.
1.3 Thesis Overview
The thesis is structured down into the following chapters:
2. This chapter discusses the theoretical concepts behind laser-matter inter-
actions. This starts by considering the CPA technique before discussing
ionisation and electron motion in an EM wave. From here, relevant plasma
parameters are defined and various laser-plasma absorption mechanisms are
discussed.
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3. This chapter discusses the physics more relevant to this thesis. This starts at
the consideration of the Thomas-Fermi Model before discussing the various
resistivity models used in fast electron transport. Following this, the various
physical implications of fast electron transport ranging from heating to EM
field generation to instabilities are discussed. The chapter is rounded off
by considering numerical and experimental methods for investigating fast
electron transport.
4. Investigates the scaling relations connecting Ohmic heating to various laser
and target parameters in solid targets using a 3D Hybrid-PIC code. Scalings
based on a low temperature resistivity & Spitzer resistivity are compared.
5. Investigates the assumptions of constant specific heat capacity & ionisation
made in the previous chapter via the construction of a 0D heating model.
6. Investigates uniform heating found within inverse conical taper targets for
possible use in uniform heating experiments via a 3D Hybrid-PIC code. Both
target designs and laser parameters are varied to see how different material
affects heating uniformity throughout the target. Following this, different
target areas are also considered.
7. Brings the work together, discussing the findings and future work.
1.4 Role Of the Author
The results presented in this thesis is entirely the author’s own work, with all
simulations and analysis performed by the author. The implementation of the
Robinson Resistivity model, Chapter 5, was done with the help of Dr A. P. L.
Robinson. The results in Chapter 4 were published in [41]:
Analysis of fast electron scaling theory for the heating of a solid target. Physics




When a sufficiently high power laser interacts with a solid target, it leads to the
generation of a plasma via rapid ionisation. The laser proceeds to couple its energy
to the plasma which leads to the generation of relativistic electrons which proceed
to propagate through the target. In this Chapter, these various mechanisms will
be discussed. It must be noted that there are variety of books, papers, lecture
notes which present a very good description of laser-plasma physics. The author
would like to acknowledge the extensive use of Gibbon (2004) [13] & Eliezer (2002)
[42] throughout the use of this chapter.
2.2 Chirped-Pulse Amplification (CPA) Lasers
All short-pulse, high power lasers are predicated upon the technique of Chirped-
Pulse Amplification (CPA) [2, 7, 13, 18, 28, 42–45] which allows for laser intensities
≥1018 Wcm−2. The premise of this technique, based originally on a radar tech-
nique, is to stretch a laser pulse in time so that it is safe to be amplified and then
re-compressing it down.
8
Chapter 2. Laser-Solid Interactions 9
Figure 2.1: Simple figure showing the process of CPA in lasers. The pulse is
first stretched in time, reducing its intensity and allowing for the pulse to be
amplified. The pulse is then re-compressed down. Producing a short, relativistic
laser pulse.
The pulse is first stretched temporally by diffraction gratings resulting in a de-
crease in laser intensity, therefore allowing for pulse to be amplified. Following
this amplification, the pulse is then re-compressed down to a pulse length slightly
longer than that of the original pulse. The disparity in the pulse lengths arises
from the combination of gain narrowing and non-linear dispersion effects [43]. Fig-
ure 2.1 shows a very simple schematic of the CPA process.
The generation of this ultra-short pulse is often coupled with pre-pulses and ampli-
fied spontaneous emission (ASE) [7, 12, 15, 26, 28, 43, 45–55]. The ratio between
these generated pulses and the main pulse can be described by the two following
ratios. The temporal intensity contrast (TIC) describes the ratio between the peak
laser intensity, I0, and the laser intensity at time t, It, where t < 0 is before the
pulse and t>0 is after the pulse [45]. On the other hand contrast ratio describes
the ratio between I0 and ASE [7, 12, 13, 15, 26, 28, 29, 32, 35, 36, 43, 44, 46–59].
The pre-pulse and ASE generation can be split into 4 categories: a) pre-pulses, ns
time scale, leaking through the laser system due to the architecture of the laser
system; b) pre-pulses, ps time-scale, which is primarily generated from non-linear
mixing of post-pulses and temporally overlap with the stretched main pulse dur-
ing amplification; c) deterioration of the rising slope of the main pulse, due to
uncompensated higher-order spectral phase modulations d) ASE generated by flu-
orescence emitted in the different amplification stages of the laser [45]. Unlike
terms a-c which are dependent upon the laser system, therefore allowing to be
tuned and reduced, ASE depends instead on the active material in the amplifiers
and cannot be suppressed completely [45], meaning that it will play a role in al-
most all laser systems [7, 12, 13, 15, 26, 28, 29, 32, 35, 36, 43–59]. The generation
of ASE can be considered as follows. Atoms spontaneously emit photons randomly
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within a solid angle of 4pi steradians. Photons which are emitted outside of the
central axis leave the laser chain without much amplification while photons which
are emitted near the central axis are amplified in the same manner as the stimu-
lated emitted photons. The intensity of this generated pulse is found to be 6-10
orders of magnitude smaller than the peak intensity [7, 28, 43, 44, 60], meaning
that it can play a non-trivial role in laser-solid experiments. A further discussion
of this can be found in section 2.5.2.
E E
a) p-polarised b) s-polarised
Laser Laser
Figure 2.2: Figure showing linear laser polarisation. (a) p is parallel to the
plane of incidences (b) s is perpendicular to plane of incidence.
During the production and use of a laser pulse, one must consider the polarisation
being used. This is defined by the orientation of the electric field. If the field has a
polarisation perpendicular to the plane of incidence it is referred to as s-polarised
whereas, if the wave has polarisation parallel to the plane of incidence it is referred
to as p-polarised. This is shown in figure 2.2.
2.3 Ionisation Mechanisms
During the interaction of a sufficiently intense laser pulse with a solid target,
ionisation will occur. Rapid ionisation of the target will occur if the electric field
of the laser pulse is larger than that of the electric field for the respective atom.
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= 5.3× 10−11 m (2.1)
where ~ is the reduced Planck’s constant, m is the mass and e is the fundamental




= 5.1× 1011 Vm−1. (2.2)
From here it is possible to calculate the laser intensity required to equal this electric






' 3.51× 1016 Wcm−2. (2.3)
Hence, any laser intensity > 3.51 × 1016 Wcm−2 will result in the ionisation of
the matter it is incident upon. The ionisation processes considered in a laser-
solid interaction are: multi-photon ionisation, tunnelling ionisation and barrier-
suppression, which are all represented in figure 2.3 (a-c).




Figure 2.3: Mechanisms for the ionisation of an atom via laser-solid interac-
tions (a) multi-photon ionisation, (b) tunnel ionisation, (c) Barrier Suppression
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where ωL is the frequency of the ionising field of intensity IL, Eion is the binding
energy of the ion & Φpond is the ponderomotive potential of the laser field (discussed





where EL is the electric field of the laser.
When the laser intensity is low, γk > 1 and the multi photon absorption process
dominates, as seen in figure 2.3 (a) [13, 61]. In this process, the electron absorbs
n photons for ionisation and s excess photons, resulting in a final kinetic energy
of [13]
Efinal = (n+ s)~ω − Eion (2.6)
where ~ω is the energy of each respective photon.
When the laser intensity increases γk < 1, the ponderomotive potential starts to
dominate. This increase in laser intensity leads to IL being comparable to Ia which
results in the Coulomb field felt by the electron being distorted by the laser field
and resulting in either Quantum Tunnelling, figure 2.3 (b) or Barrier Suppression,
figure 2.3 (c). In the Quantum Tunnelling approach, the strength of the laser is
large enough to lower the potential well, resulting in electrons without sufficient
energy to escape the barrier. Whereas in Barrier Suppression, the strength of the
laser is larger enough to lower the the potential well below Eion, allowing for all
electrons to escape the atom and therefore resulting in rapid ionisation via the
process of barrier suppression. During this ionisation mechanism, other ionisation
mechanisms are suppressed. Once enough electrons have been ionised via these
two processes, collisional ionisation processes start to dominate [13].
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The probability of the ionisation rate for a hydrogen-like atom (Z=1, 1s electron



























= 4.16× 1016 s−1 (2.8)
is the atomic frequency.
Ammosov, Delone, and Krainov (1986)[62] presented the “ADK theory” which
can calculate the tunnelling probability for more complex atoms/ions.
2.4 Electron Motion in a laser field
The liberation of electrons from their atomic shells via ionisation will mean that
their motion will be influenced by the laser field which ionised the target. Here
Gibbon (2004) [13] is followed, with other references used noted throughout. By
considering that the laser pulse is propagating in the |x| direction, the vector
potential of this EM wave can be written as[13, 63]
A = A0 cosφ = A0 cos (ωLt− kLx) , (2.9)
where the subscript 0 denotes the amplitude, ωL the laser frequency and kL the
wave number.
This definition allows for the description of both the electric, E, and magnetic, B,
fields in terms of A. Both of these fields are perpendicular to each other and A,
E = −∂A
∂t
= E0 sin (ωLt− kLx) , (2.10)
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B = ∇×A = B0 sin (ωLt− kLx) , (2.11)
where E0 = A0ωLyˆ, B0 = A0kLzˆ and are considered in SI.
The equation of motion for electrons in this EM wave is given by the Lorentz







= −e(E + 1
c
v ×B). (2.12)
From equation 2.12 it can be seen that there will be two forces operating on the
electron: the electric field E & magnetic field B. The factor of v
c
in the B term
limits the impact of the magnetic field to the relativistic regime. A parameter













1.37× 1018 Wcm−2 µm2 (2.13)
where vq is the quiver velocity and γ = 1/
√
1− β2 = 1/
√
1− v2q/c2 is the rela-
tivistic Lorentz Factor.
The definition of a0 allows for two regimes to described for the electron motion in
an EM wave: a0 < 1 non-relativistic regime, while a0 > 1 is the relativistic regime.
In the non-relativistic regime, B can be neglected and the resulting integration of




cos (ωLt− kLx) yˆ = vq cos (ωLt− kLx) yˆ (2.14)




sin (ωLt− kLx) = vq
ωL
sin (ωLt− kLx) . (2.15)
Thus for the non-relativistic case, the acceleration of the electron is parallel to the
electric field.
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In the relativistic regime, the magnetic field is no longer negligible and will also
affect the motion of the electron. As well as being accelerated parallel to the elec-
tric field, the electron is also accelerated in the laser propagation direction with
the position being written as





(ωLt− kLx) + 1
2
sin (2 (ωLt− kLx))
]
(2.17)
The motion of an electron in the laboratory frame is represented in figure 2.4 (a).
Here it can be seen that the electron drifts in the direction of the laser propagation





The electron will oscillate at 2ωL in the laser propagation direction, from v ×B
term, and ωL in the transverse direction. When viewed in the reference frame,
i.e. with no drift velocity, the electron orbit is the characteristic figure of 8 orbit
shown in figure 2.4 (b).
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Figure 2.4: Electrons trajectories in an EM plane-wave with the laser propa-
gation in the x direction with a wavelength of 1 µm. The magnetic field results
in longitudinal displacement in the x direction while the electric field causes
transverse displacement in y direction. a) In the laboratory frame, the electron
trajectory is displaced along the direction of the laser propagation, increasing
for an increasing a20. b) The displacement of the two fields in the x-y direction
causes the figure-8 orbit in the electron. Graphs produced from Gibbon (2004)
[13].
2.4.1 Ponderomotive Force
According to the Lawson-Woodward theorem [13, 63], a plane wave cannot impart
net energy on a charge. Short pulse lasers however violate this, due to not being a
plane wave, and thus allow the acceleration of charges [13, 63]. When considering
a laser field one of its characteristic features is a varying spatial intensity which
can be split into two parts. In the first half of the laser cycle, the electrons are
pushed away from regions of high laser intensity to regions of low laser intensity.
During the second half of the cycle the sign changes, which will result in these
electrons feeling a weaker return force meaning that the electron will not return
to its original position. This force is known as the ponderomotive force and the
cycled averaged form is given as [6, 13, 42, 63]:
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In the relativistic regime, this force is written as







As discussed in section 2.3, the rapid ionisation of the target results in numerous
electrons being liberated from the target and, due to this, will result in a state
change from a solid target to that of a plasma. This plasma, commonly referred to
as the fourth state of matter [66], differs greatly from the other 3 states of matter.
Instead of being constructed out of molecules and atoms, it instead consists of a
sea of charged particles. The plasma appears to be quasi-neutral on a macroscopic
scale and also exhibits behaviour [42, 66–70].
This quasi-neutrality is maintained by the plasmas ability to shield the rest of
itself from foreign electrostatic fields [66, 67]. This can be shown if we consider
a positive test particle, χ, being placed in a plasma, where the electron density
follows a Boltzmann distribution [66–70]:






where ne(r) is the electron density at distance r from the test charge, n0 is the
average electron number density, e the charge on the electron, kBTe the thermal
energy in the plasma and φ the electric potential due to the test charge. It is
assumed to occur on the time-scale of electrons therefore leaving the ions immobile
[68].
The potential from χ can be described via Poisson’s equation:











where ρ is the charge density & 0 is the permittivity of free space.
Rewriting equation 2.22 in spherical co-ordinates, we arrive at:











Assuming that the majority of the particles are free streaming & unaffected by φ,






≈ 1 + eφ
kBTe
. (2.24)
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As equation 2.31 shows, that the electrostatic potential from χ is screened at
distances > than λD [42, 66–70].
For this Debye shielding to occur there must be enough particles located within a







For Debye shielding and collective behaviour to be valid, a plasma requires
ND >> 1. (2.33)





Equation 2.34 infers that a larger amount of particles within the plasma therefore
reduces the impact of collisions on the behaviour of the plasma which means that
we can view this parameter, g, as a measure of the dominance of collective inter-
actions over collisions [66].
In a steady state plasma, electrons will be located at their equilibrium position x0.
By applying an electric field to this plasma, a group of electrons will be displaced
from x0, resulting in a positive charged region at x0 and a negative charged region
at x1. This charge disparity will give rise to a force which seeks to return these elec-
trons to x0. The acceleration by this field causes for the electrons to gain kinetic
energy, which means that the electrons go past x0 to point x2. Thus the electron
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The picture of the plasma is completed in section 3.3.1, where collisions and re-
sistivity are discussed.
2.5.1 Laser Propagation in a Plasma
Now that the characteristics of a plasma have been defined, it is possible for us to
consider the propagation of a laser, or any other EM wave, through this medium.
The starting point of this consideration is Maxwell’s famous equations are given
as [18, 67]:
∇ · E = ρ
0
(2.36)
∇ ·B = 0 (2.37)










Using these equations in conjunction with the vector identity: ∇ × (∇×H) =
∇(∇ · H) − ∇2H, we can derive an equation describing the propagation of elec-
tromagnetic waves in a plasma:







By considering an electric field of the form
E = E0 exp [i (kx− ωt)] , (2.41)
and writing J as
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where σ is the conductivity, we arrive at




 is a dielectric constant










where the definition of ωp, equation 2.35, has been used.















ω2 = ω2pe + k
2c2. (2.46)
It can clearly be seen from equation 2.46 that for values where ωpe ≥ ω, k will
either become 0 or imaginary resulting in the wave not being able to propagate
in the plasma, this is therefore the cut-off limit for EM propagation in a plasma.
The critical density at which the EM wave stops propagating through the plasma








This allow us to discriminate between: an under-dense plasma, ne < nc, and an
over-dense plasma, ne > nc.
The evanescent part of the laser can however penetrate through this critical den-
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In the relativistic regime, a0 > 1, the critical surface will be pushed deeper into
the target due to the increase in the electrons mass[19, 65].
2.5.2 Pre-Plasma
The pedestal generated from a CPA laser, section 2.2, will result in the ionisation
of the target surface and the formation of a “pre-plasma” in front of the target
[7, 28, 49, 53, 54, 65, 71]. The rapid heating of the target results in material from






Assuming an isothermal expansion, the density profile at position x from the target
is[42]






where Ls is the scale length of the pre-plasma and is given as [13, 65]









where τL is the duration of the pre-pulse.
2.6 Absorption Mechanisms
As the laser pulse propagates through this pre-plasma and eventually reaches the
dense plasma regions near the original target surface, there are a variety of ways
in which the energy of this pulse can be coupled to the target. With the contrast-
ing nature of the two pulses, pre & main, there will be more than one mechanism
occurring in an interaction. The dominant mechanism in this interaction is depen-
dent upon a variety of factors, including laser intensity and density scale-length.
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As well as this, it is possible to separate these mechanisms into two distinct cat-
egories: Collisional & Collisionless absorption which will both be discussed below
[13, 18, 42, 63, 65].
2.6.1 Collisional
2.6.1.1 Inverse Bremsstrahlung
For lasers with ILλ
2
L ∼ 1012 - 1015 Wcm−2 µm2, electrons absorb photons and then
collide with the ions resulting in the plasma heating. This mechanism, known as
Inverse bremsstrahlung (IB), can therefore be seen as a light wave being damped
by the plasma which leads to the heating of said plasma [13, 65].
By taking this collisional nature of electrons and considering time scales where
ion motion is neglected, the electron velocity, equation 2.12, now has an extra








where B is neglected due to v <<c and τei is the average time between electron










By then solving equation 2.52 in combination with Maxwell’s equations, equations














Due to the IL scaling with the square of the electric field, equation 2.13, the
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By then using the definitions of the plasma frequency, equation 2.35, critical den-
sity, equation 2.47, and electron-ion collision frequency, equation 2.52, the damping















Equation 2.56 shows that optimum heating via IB requires high densities, high Z
& low temperatures.




means that when increasing the intensity past ILλ
2
L ∼ 1015 Wcm−2 µm2, inverse-
bremsstrahlung will play little role in the coupling of laser energy to the targets.
In conjunction with this, the increase in laser intensity will lead to larger quiver
velocities for the electrons therefore reducing the collision frequency as shown by
[13]







Thus, collisional effects beyond ILλ
2
L ∼ 1015 Wcm−2 µm2 play little role in the
coupling of laser energy to the targets. Other mechanisms must therefore dominate
in higher laser intensities.
2.6.2 Collisionless
2.6.2.1 Resonance Absorption
A p-polarised pulse with ILλ
2
L > 10
15 Wcm−2 µm2 [13, 42], will propagate through
the plasma before being reflected at the density [6, 13, 18, 42, 63, 65, 72]
ne (θ) = nc cos
2 (θ) . (2.58)
At this point of reflection, the laser’s E field component is parallel to the density
gradient which tunnels through the critical density, section 2.5.1, and drives a
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plasma wave in the form of density perturbations. This heating mechanism is




𝑛𝑐 cos2 𝜃 𝑛𝑐
𝜃
Figure 2.5: Figure showing resonance absorption for an electric field parallel
to the density gradient, p-polarisation.
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Optimum heating occurs when considering large plasma scale lengths (Ls >> λL).
Increasing the laser intensity however leads to the steepening of the density gradi-
ent which decreases the efficiency of resonance absorption leading to other absorp-





2.6.2.2 Vacuum Heating(Brunel Mechanism)
For cases where Ls << λL, vacuum heating is found to dominate over Resonance
Absorption[6, 13, 42, 63, 65]. In this mechanism, the electron is pulled out of
the target during the first half of the laser cycle by the laser’s electric field before
being accelerated back into the target during the second half of the laser cycle
[13, 42, 63, 65]. With the electric field of the laser only being able to penetrate to
the skin depth, equation 2.48, the electron can travel almost unhindered through







where η is an efficiency factor which shows how much oscillatory motion is lost in
heating the plasma.
2.6.2.3 j × B Heating
j × B heating occurs when ILλ2L > 1018 Wcm−2 µm2, a0 > 1. This mechanism is
very similar to that of Vacuum Heating, with the electron being pulled out of the
target and then accelerated back into the target. The difference however is that
due to a0 > 1, the v × B of the Lorentz Force, equation 2.12, is instead the driving
force of the electrons along the laser’s k direction while these electrons oscillate
at 2ωL, as discussed in section 2.4.1 [6, 13, 63, 65]. For a linearly polarised laser





(1− cos(2ωt)) , (2.63)
where the first part of the rhs is the ponderomotive force, as described in section
2.4.1, and the second half describes oscillatory motion of the electrons along the
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target normal. Thus, bunches of electrons are pushed away from regions of high
intensity while being accelerated at a frequency of 2ωL.
This heating mechanism is viable for all laser polarisations apart from circular
[6, 13, 63, 65] and performs best at low angular incidences and relatively long
scale lengths[13].
2.7 Fast Electron Characteristics
In the previous section, a variety of mechanisms were discussed regarding how laser
energy is coupled to bunches of electrons, otherwise known as fast/hot electrons. In
the following section the amount of energy coupled from the laser to the energy,
the characteristic temperature of the fast electron beam and the distributions
expected will be discussed.
2.7.1 Fast Electron Temperatures and Distributions
The collisionless absorption mechanisms discussed in section 2.6.2 will couple a
fraction of the laser energy, discussed in section 2.7.2, into a population of elec-
trons. Due to the intensity of the laser considered, this will therefore lead to the
electrons having far higher temperatures compared to the background electrons.
The temperature, or mean energy, of these electrons has had several different scal-
ing laws suggested [4, 73–75]. Beg et al (1997) [73] showed that for IL < 10
19
Wcm−2, the temperature scaled as T ∼ (Iλ2L)0.33. For ILλL > 1018 Wcm−2 µm2
a commonly used scaling description is the ponderomotive scaling, associated to
j×B heating, presented by Wilks et al (1992) [74] which is derived from equation





1.38× 1018 Wcm−2 µm2 − 1
)
, (2.64)
where I18 is intensity in units of ×1018 Wcm−2.
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Sherlock et al (2009) [75] suggested that Tp needed to be multiplied by a factor
of 0.6 due to the fast electron beam being de-accelerated once they leave the
absorption region.
Due to the large contrast in temperatures between the background electrons and
electrons accelerated by the laser, it will subsequently mean that the fast elec-
trons will not be represented by a Maxwellian distribution. Instead, a relativistic
Maxwellian, otherwise known as the Maxwellian-Ju¨ttner distribution, is used [76–










Where γ = 1 /
√
1− v2/c2, β = v
c
, θ = KT
mc2
and K2 is a modified Bessel function
of the 2nd order.
While this may not completely represent the distribution of the fast electrons,
it allows for the simplification of the problem so that fast electron transport can
be studied in greater detail.
2.7.2 Fast Electron Conversion Efficiency
It is useful to determine the amount of laser energy coupled to fast electrons,
denoted as β or ηL→e. This parameter is found to be extraordinary complicated
with almost all laser & target parameters impacting the final values [56]. Due to
the complexities of directly probing a target, a variety of secondary mechanisms
are used to characterize indirectly the fast electron beam propagation through the
target. These include: Kα emission [21, 26–29, 32–34, 37, 38, 49, 50, 53, 54, 56, 59,
60, 71, 80–90], escaping fast electrons [21, 58, 82], Bremsstrahlung [21, 26, 82, 91]
& fast ions [14, 21, 55, 82, 92] to name but a few. As well as this, lasers do
not just couple their energy to fast electrons but also to hole punching ions too
[56, 76, 93, 94], making the analysis into fast electron coupling even more com-
plex. A review paper on the topic by Davies (2009) [56] presents an assortment
of experimental and numerical values for both total absorption and fast electron
absorption, a few of these will be presented here as well as more recent approaches
by a variety of authors.
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17 - 1020 Wcm−2 µm−2. These p-polarised pulses were
focused onto Si plates of 400 µm and Al foils varying in thickness 1.5 - 100 µm,
with the varying thickness having no impact on the recorded results. Experimen-
tal results were found to match the numerical results, with the total absorption
ranging between 10% for 1017 Wcm−2, 80 - 90% for 1020 Wcm−2. Davies (2009)
[56] fitted an analytical fit for the relativistic laser intensities, >1018 Wcm−2, sug-
gesting that β ∝ (Iλ2)0.2.
There has also been a variety of work investigating fast electron conversion ef-
ficiency [21, 26, 56, 87, 88, 95]. Key et al (1998) [26, 56] presents experimental
results from the Nova Laser Facility for ILλ
2
L between of 10
19 - 1020 Wcm−2 µm−2.
Analysis of the results via a 3D Monte Carlo code & a 1D hydrodynamic code
show that β increases with Iλ2, from 1% at low Iλ2 to 50% at high Iλ2 [56]. The
Monte Carlo simulations assume non-realistic properties of the fast electrons: 1)
no self-generated fields & 2) isotropic fast electron source. In conjunction with
this, refluxing is also neglected in the simulations.
Myatt et al (2007) [87] & Nilson (2008) [88] both investigated very thin foils which
included very strong refluxing. Both of these works found that for ILλ
2
L between
1017 - 1020 Wcm−2 µm−2, β is 20% ± 10%. Chen et al (2009) [21] noted that both
of these works neglected the energy transfer to fast ions, leading to the conversion
efficiencies reported being the lower bounds of the value. Chen et al (2009) then
went on to investigate the conversion into fast ions by using large non-refluxing
targets, finding conversion efficiencies for fast electrons between 20-40%.
As it can be noted from the results from total absorption, Ping et al (2008) [80],
and fast electron absorption, [21, 26, 56, 87, 88, 95], there is a noticeable difference
between these two values due to the laser also coupling to ions or other electrons
[56, 76, 93]. Work done by Levy et al (2013, 2014) [76, 93] has looked to elucidate
the various coupling mechanisms in laser-solid interactions via a fully relativistic
1D analytical model of laser absorption via a kinematic approach. In this model,
presented in Levy et al (2013) [76], particles directly excited by the laser are split
into the two kinematic modes of ponderomotive absorption: hole punching, ions &
electrons, and fast electrons. The evolution of these particles is described via the
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Boltzmann-Vlasov equation, where collision coupling is considered to be insignifi-
cant and a “saddle-point” approximation of the Maxwellian-Ju¨ttner distribution is
used to describe the hole-punching particles and a Maxwellian-Ju¨ttner distribution
for the hole boring fast electrons. The model is solved by considering parameters
of distribution function that satisfy the conservation of energy and momentum
between the laser photons and the various particle species.
This approach allowed for the authors to present theoretical maxima and min-










Equation 2.66 prohibits high absorption values at low intensity and low absorption
values at high intensity.
Work has also considered the optimisation of β in terms of laser-target param-
eters. For example, a variety of work has considered the effect of a pre-plasma
scale length, as discussed in section 2.5.2, [49, 53, 54, 71]. Gray et al (2014) [53]
investigated the optimum pre-plasma scale length by keeping the main 0.8 ps pulse
at ILλ
2
L ∼1.2×1020 Wcm−2 µm−2 while the second 5 ns pulse was varied between
ILλ
2
L = 0 & 2×1015 - 2×1016 Wcm−2 µm−2 allowing for varying lengths of pre-
plasma. Results showed that certain values of density gradient were conducive
towards soft self-focusing of the laser pulse and increased coupling of laser energy
to fast electrons, while stronger density gradients leads to strong self-focusing and
filamentation of the laser. Increasing the density gradient again, past the filamen-
tation stage, resulted in another density gradient conducive towards self-focusing
of the beam.
The various work discussed above shows how complex defining β is. However,
it is common for most work to assume β is between 0.2-0.5, with 0.3 being a
commonly used value [4, 7, 14, 21, 56, 64, 77, 78, 96–106]. The reason for the
window of 0.2 - 0.5 is that this is found to fit the window of experimental results,
as discussed above, or presents an optimistic estimate for fast ignition [4].
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2.8 Summary
This Chapter provides an introduction to a variety of topics in laser-solid inter-
actions. First, the technique to generate ultra-relativistic pulses for short pulse
lasers, CPA, is discussed. Following this, the Chapter focuses on the various physi-
cal phenomenon which occurs when a high power laser interacts with an over-dense
target. Ionisation and electron motion in a laser are first discussed. This leads
on to the introduction of the plasma, how a laser propagates through said plasma
and the pre-plasma which is a by-product of a CPA system. After this, the vari-
ous energy coupling mechanisms between the laser pulse and target are consider,
ranging from inverse bremsstrahlung to j×B heating. Attention then focuses upon
the conversion efficiency of these coupling methods and the various approaches to
measure this.
Chapter 3
Fast Electron Transport Through
A Medium
3.1 Introduction
In the previous Chapter, the various physical mechanisms involved in a high power
laser, a0 > 1, interaction with a solid target were discussed, with the final part
detailing the production and characteristics of fast electrons. In this Chapter,
the various physical phenomena occurring during the propagation of these fast
electrons through a medium are discussed. Once more it must be noted that there
are a variety of books, papers, lecture notes which present a very good description
of the physics below. The author would like to acknowledge extensive use of
the books: Gibbon (2004) [13], Eliezer (2002) [42], Atzeni (2004) [18], Salzmann
(1998) [107] and papers: Robinson et al (2014) [4] throughout the duration of this
Chapter.
3.2 Thomas Fermi (TF) Model
The heating of a target to high enough temperatures will lead to the liberation of
electrons from atoms and thus ionisation of the target. If a full characterisation
of the target is wanted at these temperatures then the effective ionisation state,
Z∗, and Equation of State (EOS) of the target is required. To represent Z∗, the
Thomas Fermi ionisation model is often used [18, 102, 107–111]. This ionisation
32
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model is itself derived from the Thomas-Fermi (TF) Model which describes the
EOS.
Originally presented separately [112] by Fermi (1927) [113] & Thomas (1927) [114],
the TF model uses a statistical approach to describe the potential of high Z-neutral
atoms [107]. The electrons are treated as a non-interacting quasi-classical Fermi
gas in a self consistent Coulomb potential generated by all particles [18]. The
original TF model made a variety of assumptions, including taking both electrons
and nuclei at 0 K [107, 115]. However since then the TF model has undergone
a variety of modifications and improvements [18, 107, 110, 112, 115–118]. Feyn-
man et al (1949) [115] presented the modern grounding to the model, by using
the TF model to produce equation of states (EOS) for high pressures and at var-
ious temperatures. More (1985) [118] presented analytical formulas, Appendix A,
which allow for the approximation of Z∗ without the need to solve the TF model
[18, 107, 110]. The TF has also be used in conjunction with other models, with
More et al (1988) [110] presenting a Quotidian Equation Of State (QEOS) which
uses electron properties from the TF model, while taking ion motion from other
models. One reason for such wide applications is that the TF model can be scaled
to any Z, meaning that it has a wide applicability in various fields [18].
In what follows, the derivation of the TF model is presented following closely
Atzeni (2004) [18] while also considering the description presented in Salzmann
(1998) [107]. Any other references used will be noted throughout the derivation.
A similar derivation to Atzeni (2004) [18] is also found in More et al (1988) [110].
The modern TF model starts by considering that the compound in question is
represented via an average ion [18, 42]. Here, each ion is described by the average
ionic charge and mass number of the compound, i.e. if a AuCH target was being
considered it would be represented by the TF model as Zionavg = avg(ZAu + ZC +
ZH) and Aionavg = avg(AAu + AC+ AH). This ionic sphere is then placed in the
center of indistinguishable spherical cells, which cannot be penetrated by other
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Inside each of these cells are Z (bound+free) electrons thereby making the cell
neutral and thus no interaction takes place among the spherical cells. The energy




This potential energy can be derived from Poisson’s equation
−∇2V = e
0
(δ(−→r )− n(r)) . (3.2)
Equation 3.2 shows that the potential energy arises from the ion core interaction
with the electrons surrounding it. By considering a Fermi gas, the electron density










where λth is the DeBroglie wavelength, µ the chemical potential and I1/2 the Fermi-
Dirac integral to the 1
2










The boundary conditions for the potential can be written as
dV
dr
= 0 at r = Rsc (3.5)
and
V (r) ∝ Ze
r
for r → 0. (3.6)
The TF model requires that equations 3.2 & 3.3 are satisfied simultaneously so
that self-consistency is maintained. After the calculation of these two equations,
it allows for the total kinetic energy, UKE, Coulomb energy between neutrals and
electrons, UCen, and Coulomb energy between electrons, UCee, to be written as






























From here the thermodynamic properties of internal energy, free energy and en-
tropy, in terms of per mass, can be calculated
Ee =












− Zµ+ UCen + 2UCee
AmpT
, (3.12)









This coincides with the Fermi gas pressure of free electrons which have a density
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As stated previously, a major strength of the TF model is that it scales with Z.
Thus by solving for hydrogen, denoted by the subscript 1, basic scaling parameters







n(r) = Z2n1(r1), (3.17)
V (r) = Z
4
3V1(r1). (3.18)










Finally the scaling for free electrons, chemical potential, pressure and the various
thermodynamic properties can be written as
Q(Z, ρ, T ) = ZQ1(ρ1, T1)
p(Z, ρ, T ) = Z
10
3 p1(ρ1, T1)
µ(Z, ρ, T ) = Z
4
3µ1(ρ1, T1)

















To utilise More (1985) [118] method, the number of free electrons, Q, is only
required [18]:
Z∗ = Q(Z, ρ, T ). (3.21)
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It must be noted that there are a variety of issues with the TF model EOS. For
example, it fails to represent real matter features at low temperature close to solid
density and below. As well as this, it fails to describe zero pressure of solid matter
nor does it separate between gas, fluid and solid phases. Work has been done to
rectify this, with the inclusion of quantum corrections to account for the binding
energy [18]. As well as this the TF model neglects a variety of aspects in the
calculations, including both relativistic and quantum effects, apart from Fermi
statistics, [107, 110] and the role of atomic shell effects[107].
Desjarlais (2001) [108] noted that due to the TF model neglecting the quantum
shell effects on ionisation equilibrium, it leads to ionisation levels beyond the pre-
dicted values. Desjarlais suggested a blended weight of the TF and single ionisation
Saha model with pressure ionisation correction. This allows for a smooth transi-
tion between the two in regions where the non-ideal Saha model, fe, is << 1.
The Saha ionisation model is often used to describe the ratio of two adjacent
charge states of a dilute plasma in local thermal equilibrium (LTE) and a large












where I is the ionisation energy of an ion with charge state i, gi is the degeneracy
of the state for i-ions and i is the charge state of the ion.
The Saha ionisation underestimates non-ideal plasmas where pressure ionisation
can occur due to modifications to ionisation energies by interacting electrons and
ions.
The Dejarlias corrections use a single ionisation form of the Saha ionisation equa-


























is the semi-empirical pressure ionisation correction.
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Figure 3.1: Plot showing Thomas Fermi Z∗, blue line, vs Desjarlais (2001)
Z∗ corrections, green line, for an Au target with ne = 5.9×1028 m−3. Z∗ was
calculated via More (1985) method, Appendix A.
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. (3.24)














A plot showing Z∗ and Z∗corr for an Au target, ni=5.9×1028 m−3, for temperatures
between 1-50 eV can be found in figure 3.1.
3.3 Resistivity of a Medium
The resistivity, η, determines how strongly a material will inhibit the propagation
of an electric current. Physically, this inhibition can be seen as the conversion
of the kinetic energy to thermal energy. This resistivity will depend on a variety
of properties including, but not limited to: ionic structure, ionisation state and
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temperature [13, 14]. In the context of fast electron transport, it can be seen that
evolution of the resistivity will be crucial to governing the characteristics of the
fast electron beam. In the following section, two resistivity regimes encountered
in this transport, namely plasma & WDM, will be discussed.
3.3.1 Plasma
Figure 3.2: Coulomb collision between an electron and ion [67].
Once a target is heated to large enough temperatures, the target will start to enter
the plasma state, as introduced in section 2.5. Electrons are no longer bound to
atoms and therefore solid state resistivity is no longer applicable. Instead, it is
assumed that resistivity will primarily arise from Coulomb collisions between the
particles [42, 67, 68, 70]. A simple diagram of a Coulomb collision is found in
figure 3.2.
The force from a Coulomb collision between an electron and ion can be written as
[42, 67, 68, 70]
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where r is the distance between the two particles.














where θ is the scattering angle.
To describe the collisions in a plasma, b is often taken at its two limits: bmax
& b0. bmax is taken to be the Debye length, equation 2.27, and represents small
angle collisions, while b0 is is the impact parameter for large angle collisions with






The Coulomb cross section can then be defined as
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This represents the ratio between the maximum and minimum impact parameters
with typical values ranging between 5 - 15.











By assuming a Maxwellian velocity, equation 3.33 can be denoted in the following







3.3.2 Resistivity of Warm Dense Matter (WDM)
The heating of a solid target will not result in creating a plasma state immediately
but the target will instead enter an intermediate state between a cold target and
hot plasma, commonly referred to as Warm Dense Matter (WDM) [4, 14, 28, 38,
120–125]. This regime, which exists between temperatures of 0.1 - 100 eV and
densities of 0.1 - 10 solid density, is characterised by strong coupling Γ & 1 and
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where EF is the Fermi energy.
Due to having to account for both of this effects, the modelling of the various
physical properties in WDM is found to be extremely complex. A variety of re-
sistivity models have been suggested [4, 38, 124–127] with no model being fully
settled upon. In what follows, two resistivity models: Lee-More [127] and Robin-
son [124] are presented.
As with many resistivity models, the Lee-More & Robinson descriptions both start
from the relaxation time approximation (RTA) [66, 124, 127] for the Boltzmann
Transport Equation which can be written as [66, 124, 127]
∂fs
δt






= −f − f0
τc
, (3.38)
where the subscript s denotes the species of the particle, Fs is the Lorentz force
for the particle, equation 2.12, f the distribution of said species, f0 the distribution
in equilibrium and τc the electron relaxation time. Thus equation 3.38 shows that
the distribution function, f, will relax towards its equilibrium state, f0, in charac-
teristic time τc [66].
Both models also consider the system in steady state, ∂
∂t
= 0, and by also ne-







= −f − f0
τc
. (3.39)
As well as this, both models are predicated upon the Thomas-Fermi ionisation
model, section 3.2, and the Fermi-Dirac distribution which is used to describe the
degeneracy of electrons.
3.3.2.1 Lee-More Model
The Lee-More model [127] is a semi-analytical model which produces various trans-
port coefficients for a variety of states of matter, ranging from plasma to solid,
liquids & neutral gases, at various temperatures and densities, which leads to it
being widely used [4, 38, 97, 102, 103, 108, 111, 121, 124, 127–131].
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are the collision rates for electron ion and electron neutral respectively. ni is the
ion density, nn the neutral density and σ is the electron-ion and electron-neutral
momentum transfer cross section respectively.
Partial wave calculations, which solve Schro¨ndinger equation for Thomas-Fermi
potentials, are used to calculate cut-off parameters for the momentum transfer





The Coulomb logarithm, ln Λ, takes a different form from equation 3.32 with the
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where λD is the Debye length which includes a degenerate correction factor and

















The Rsc factor is included to account for high density plasmas where λD breaks
down due to strong ion-ion correlation effects. The inter-atomic distance applies
to highly disordered materials and, as such, it is often common for this to be
multiplied by a value ranging between 2-8 when considering different structured
materials[4, 38, 97, 102, 103, 111, 128].






where bCmin is the distance of closest approach and bQmin is the de Broglie wave-
length.


































where In is the Fermi integral, equation 3.4.













, Aα = 32
3pi
which produces the Spitzer resistivity.
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Due to the Lee-More model considering non-plasma states, the τc variable in equa-
tion 3.40 will be incorrect in these states due to the strong ion correlation, which
in turn will mean that the mean free path (mfp) of the electrons will be incorrect.
To account for this the Lee-More model uses a melt temperature, Tm, which is
defined as








where b = 0.6Z
1
9 and  = 9.0Z0.3 ρ
A
.

















where γ is chosen for each material to account for the increase in resistivity at
melting. At temperatures beyond the Tm there are values in which Λ < Rsc, due
to this the relaxation time is assumed to be τ = Rsc
v
.
Lee-More also considers an arbitrary magnetic field. From equation 2.12 it can be
seen for any particle parallel to the magnetic field that the resistivity will reduce to
the case with no B. For particles which are not parallel to this field, the resistivity












where the degeneracy parameter now accounts for the electron relaxation time, τ
and electron gyro-frequency, ωe.
Desjarlais (2001) [108] presented a variety of corrections to the Lee-More model
with the Z∗ corrections from this work already presented in section 3.2. Other
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corrections include the inclusion of electron-electron scattering. Desjarlais also
reformulates the electron-neutral collision cross section by using a fit to a momen-
tum transfer cross section presented by Redmer (1999) & Kuhlbrodt et al (2000)
[125, 129] who calculated this by using the screened polarisation potential in the







A2 + 3Bkr0 + 7.5C (kr0)
2 − 3.4D (kr0)3 + 10.6668E (kr0)4
(3.54)










is the cut-off radius. The five lettered parameters are
given as









B = exp(−18κr0) (3.56)
C =
1 + 22κr0 − 11.3 (κr0)2 + 33 (κr0)4
1 + 6κr0 + 4.7 (κr0)
2 + 2 (κr0)
4 , (3.57)
D =
1 + 28κr0 + 13.8 (κr0)
2 + 3.2 (κr0)
3
1 + 8κr0 + 10 (κr0)
2 + (κr0)
3 , (3.58)
E = 1 + 0.1κr0 + 0.3665 (κr0)
2 , (3.59)
where κ is the screening wavenumber.
While the Lee-More model produces a variety of useful results, it is not without
its own pitfalls. Robinson et al (2015) [124] noted that electron-impact ionisa-
tion, which is neglected in Lee-More, plays a role in the overall resistivity. The
Lee-More model also neglects the ionic structure which will hamper the resistivity
model at lower temperatures [14].
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3.3.2.2 Robinson Resistivity
Another approach to WDM resistivity is the Robinson Resistivity. Presented in
Robinson et al (2015) [124] this model investigates non-crystalline carbon, though
it is applicable with relative cross sections for any material, primarily between 5-
30 eV with inclusion of electron-impact ionisation and electron-impact excitation
processes. The model is predicated upon the following assumptions
1. Jellium Approximation: free electrons are represented as a uniform electron
gas of arbitrary degeneracy.
2. Randium Approximation: ions are assumed to be highly disordered.
As well as these two assumptions, the Lindhard theory is used to calculate the
electrostatic screening length. In this approach to screening the applied electric





where Etot is total applied field to the material, q is the wavevector of the pertur-
bation, ω is the frequency of the perturbation and  (q, ω) is the dielectric function
which can be written as [132]





f 0(k)− f 0(k + q)
E(k + q)− E(k)− ~(ω − iα) (3.61)
where f0(k) is the probability of particle state k being occupied, E(k) is the energy
of the particle state k and α is a slowly growing time constant.
In the static limit, ω → 0, equation 3.61 becomes
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where ls is the screening length and
∂n
∂µ
is the change in electron density with re-
spect to the chemical potential.
ls is dependent on the state of the system, with a degenerate system using the
Thomas-Fermi screening length and non-degenerate systems using the Debye length.
A plot of the Lindhard theory can be found in Chapter 5, figure 5.6.
The Robinson model starts by considering an electric field E acting on a sys-
tem whose momentum space is described via spherical-polar coordinates. The
perturbation to the electrons distribution can therefore be written as [124]
f = f0(p) + f1(p) cosθ, (3.64)
where θ is polar angle, p the magnitude of the momentum, f0 is the isotropic part
of the distribution and f1 the anisotropic part.
By considering the electric field to be uniform, neglecting ∂
∂r
term in 3.39, and
E∂f1
∂p





where τ(p) is the collision time for electron and its inverse, ν(p) is the frequency
of collisions.




Multiplying equation 3.67 by me
me
gives:




Now integrating this over azimuthal and polar coordinates and considering equa-
tion 3.65, the current density can be written as










Using the microscopic form of Ohm’s law
E = ηJ, (3.69)
















where τj is the jth collision.
τ is found to consist of a variety of collisions which will be discussed below.
Electron-ion collisions
The Robinson Resistivity model uses the Quantum Lenard-Balescu (QLB) equa-
tion to describe electron-ion collisions. A dynamically screened Coulomb potential













where k=p~ is the electron wavenumber.
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where φ = 2p~ . Unlike the Coulomb logarithm employed in the Lee-More and
Spitzer resistivity this Coulomb logarithm does not require for artificial cut-offs
parameters.
A structure factor Sii(k), assumed to be 1 here, can be added into the integral
of equation 3.73 to allow for the model to consider other ionic structures.
Electron-Electron collisions
To include electron-electron collisions, the electron-ion collisions are multiplied by
a reduction factor which accounts for the degeneracy of the electrons

















The electron-neutral collisions follow the Desjarlais corrections presented in the






where ve is the magnitude of the velocity.
Electron-impact excitation
The authors also considered the various shell transitions of bound electrons for
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σeie is the electron-impact cross section and is dependent upon the material in
question.
3.4 Fast Electron Transport
With the description of the materials ionisation state and response to an electric
current, the physical properties of this fast electron beam can now be described.
In the following sections the various physical characteristics and mechanisms of
fast electron transport will be considered.
3.4.1 Return Current
In section 2.6.2, a variety of mechanisms were presented which result in the gen-
eration of fast electrons in solid targets with j×B heating being the pre-eminent
method in relativistic lasers. The number of fast electrons generated can be con-




where β is the laser-fast electron conversion efficiency, as defined in section 2.7.2,
f is the ponderomotive energy of the fast electrons, equation 2.64, and vf is the
velocity of the fast electrons.
Taking β = 0.3, IL = 2×1019 Wcm−2, λL = 1 µm, v = 3×108 ms−1 results in f
to be 1.5 MeV, thus giving a fast electron density of ∼ 8×1026 m−3. The current
density of this beam can be calculated via
jf = −enfvf , (3.79)
resulting in jf ∼ 4×1016 Am−2.
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where r2 is the radius of the laser spot. Taking this to be 5 µm and using the
values from above, we see that If ≈ 3 MA.
The electric field generated by this fast electron beam can be estimated via
Maxwells’ equation in 1D in vacuum, E ≈ jf t
0
. Thus at 100 fs, the electric field is
∼ 1014 Vm−1 which is enough to stop the fast electron in distances < µm [3, 4].
In conjunction with this, the maximum current allowed to propagate through
a target before self generated magnetic field deflects it back is given by the Alfve´n




pe = 17βγ. (3.81)
where pe is the electron momentum.
This current is limited to the kilo-Amp regime but as stated above, values in
the mega-Amp and beyond are typical for fast electrons. Thus there must be a
neutralising current which allows for the propagation of this fast electron beam
through a solid target. This neutralising current is often regarded as the return
current, jb and the current balance is of the form [3, 4, 6, 13, 28, 29, 106, 134, 135]
jf + jb ≈ 0. (3.82)
One question which arises from this neutralisation is if whether this relation holds
locally. Bell et al (2006) [3] demonstrated that this must occur. Consider two
counter propagating currents of the same magnitude, whose radii are given as rf
and rb = rf + δr, where δr is the difference between the two radii. The current











r(r−2f − r−2b ) if r < rf ,
r−1 − rr−2b if rf < r < rb,
0 if rb < r.
(3.83)












/4pi. By considering rf = 10
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Jµm−1. As the magnetic
energy cannot exceed the maximum magnetic field strength, the current must
neutralise locally.
Two other defining characteristics can be noted from above: 1) while jf & jb have
similar magnitudes the physical characteristics of the beam are in stark contrast,
with the fast electron current having velocities v ≈ c and mean free paths will
usually be larger than the target in question, while the return current is much
slower and therefore both far more collisional and more dense[28]. 2) The current
neutralisation is not exact, which leads to the generation of resistive EM fields
[4, 136]. Due to the neutralisation not being exact, the approximation
∇×B ≈ µ0 (jf + jb) , (3.84)
is often used.
Both of these characteristics are explored in the following sections, with 1) be-
ing discussed in section 3.4.2 and 2) being discussed in section 3.4.3.
3.4.2 Fast Electron Heating
The description of heating by these two currents starts from the Bloch-Bethe
formula [4, 28, 48]. This describes the average energy loss (dE) per unit length
(dx) of electrons via radiative losses and small-angle collisions. For electrons with
























where J is the mean ionisation potential
Radiative losses, such as bremsstrahlung, are neglected in target heating due to
the low absorption cross section [28]. dE
dx
is dependent on the target density ρ,
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with higher density target suffering higher losses.
For a volume pir2fdx and volumetric specific heat capacity C, the heating in time












where the heating does not directly depend on the radius of the beam.






= ηj2f . (3.87)









∣∣∣∣〉+ ηj2f . (3.88)
Due to the Ohmic heating component scaling with j2f and fast electron mfp be-
ing longer than most targets considered, Ohmic heating is often considered the
dominant heating mechanism in solid targets. Due to this, it is often common to
only consider the heating performed via Ohmic heating [98]. In these scenarios,







Thermal conduction is usually neglected in this approach [136]. Temperatures
from Ohmic heating can reach the keV range in ps time scales [4]
However it can be seen from equations 3.85 and 3.88 that Ohmic heating is inde-
pendent of the background density, while drag heating is not. This means that
in high density targets, > 100 g/cc, Ohmic heating is found to have a negligible
impact on the heating and, as such, only drag heating is considered [4, 140].
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3.4.3 Resistive Field Generation
As discussed in section 3.4.1, the neutralisation of the fast electron current is not
exact and therefore leads to the generation of EM fields and are found to be dom-
inant mechanism in prohibiting the transport of the fast electrons [124].
The resistive electric field generation can be considered from the simple form of
Ohms law, equation 3.69, and Ampere’s law [4, 77, 100, 119, 135, 139, 141]
E = −ηjf + η
µ0
∇×B. (3.90)
Other terms of Ohms law have been neglected due to these being insignificant in
the fast electron transport scenario [139]. The second term shows the separation
of the fast electron and background currents and is often found to make an incon-
sequential difference [136].
Inserting this into Faraday’s law produces the magnetic field generated [4, 119, 141]
∂B
∂t




∇η × (∇×B). (3.91)
The last two terms represent resistive diffusion and resistive advecition of the
magnetic field [4] which are often neglected due to their long time scales [3, 136,
137]. Due to this, it is often common to write equation 3.91 as [3–5, 16, 17, 27,
28, 34, 48, 77, 96, 100–106, 119, 130, 137, 139, 142–144]
∂B
∂t
= η∇× jf︸ ︷︷ ︸
(a)
+∇(η)× jf︸ ︷︷ ︸
(b)
. (3.92)
The role of the terms (a) & (b) can be considered as follows. Consider a cylin-
drically symmetric fast electron current jf (r), which for term (a), produces a
magnetic field of the form
B = A · η · ∇ × jf . (3.93)
Taking the cross product of jf and B produces
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jf ×B = A · ηjf djf
dr
, (3.94)
thus term (a) acts to move the fast electrons regions of higher current density,
self-collimation [4, 106, 137, 141].
For term (b), the magnetic field generated is of the form
B = A · ∇(η)× jf . (3.95)
Taking the cross product of jf and B produces
jf ×B = A · jf dη
dr
, (3.96)
thus term (b) acts to move the fast electrons towards regions of higher resistivity,
and depending on the target, can either result in resistive collimation or beam
hollowing [4, 98, 102, 103, 106].
These two terms depicted in figure 3.3 for a uniform target and are discussed
in more detail in the following sections.
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Figure 3.3: Cartoon showing magnetic field terms from equation 3.92 in a
homogeneous target. (a) acts to reduce the fast electron beam radius therefore
resulting in both a higher on axis current density and stronger heating. This
results in the resistivity decreasing, leading to (b) hollowing the fast electron
beam.
3.4.3.1 Self-Collimation
The magnetic field generated by term (a), η∇× jf , acts to push the fast electrons
towards regions of higher current density, leading to the fast electron beam self-
collimating [4, 5, 106, 137, 141]. Bell & Kingham (2003) [137] presented a condition

























where n23 is the background electron density in units of 10
23 cm−3, T511 is the fast
electron temperature in terms of the electron rest mass, Rµm is the beam radius in
micrometers, tpsec the fast electron pulse duration in ps and θrad is the half angle
in radians [4, 137].
The dependencies in equation 3.97 are weak due to the resistivity having an inverse
dependence on temperature. This leads to stronger self collimation occurring in
weaker fast electron beam power due to poorer heating.
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3.4.3.2 Resistive Collimation
The magnetic field generated by term (b), ∇(η) × jf , acts to push fast electrons
towards regions of higher resistivity. This therefore means that, depending upon
the target, the magnetic field will either hollow out or collimate the fast electrons.
In a uniform target, i.e. plastic, the fast electron beam will heat the center of
the axis of propagation resulting in lower resistivity along this axis which leads to
term (b) ejecting the fast electrons from this axis leading to hollowing of the beam.
If, however, a target has a guiding structure where the resistivity is higher than
the surrounding target and the fast electrons are beamed into this guiding struc-
ture, the magnetic field generated from this will instead confine these fast electrons
inside this higher resistivity material - resistive collimation [4, 5, 98, 102, 103, 106].
Robinson et al (2007) [77] present the criteria for this guiding structure to confine






and the resulting height of this circular segment is
h = rL (1− cos θfe) (3.99)
where θfe is the half angle of the fast electrons.
Figure 3.4 shows a schematic of this height, (a), and scenarios where the fast
electron is confined (b) and where it is not (c).
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Figure 3.4: Figure showing the relevant diagrams for fast electron confinement
in a guide wire. a) shows the construction of the circular segment, with r being
the radius, h being the height of the circular segment, d the height of the
triangle, θ the angle, c the chord length and s the secant length. b) shows the
case where the fast electron is confined within the guide wire while c) shows the
case where the fast electron is not confined





(1− cos θfe) . (3.100)
Values of BφLφ ∼ 10−3Tm−1 will confine the majority of fast electrons.
As well as presenting this criterion, Robinson et al (2007) explored this guiding
structure by considering the cases where a) the guide wire has a larger resistivity
than the substrate and b) the guide wire has a lower resistivity than the substrate.
Results showed that the higher resistivity guiding structure confined the fast elec-
trons within the target while the lower resistivity guiding structure expelled the
fast electrons. The authors also noted that both magnetic field effects occur, with
the resistive collimation dominating initially and then the self-collimation term
takes over.
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Figure 3.5: Diagrams showing two experimental methods in resistive collima-
tion (a) Kar et al (2009) [105] and (b) Ramakrishma et al (2010) [101].
The effect of resistive collimation has been proved experimentally by various de-
signs: Kar et al (2009) [105] presents an Al-Sn-Al slab, figure 3.5 (a), while Ra-
makrishna et al (2010) [101] presents a cylindrical Al target with an Fe guiding
wire place in the center, figure 3.5 (b). These figures also show that only a perpen-
dicular resistivity gradient is required for resistive collimation. However, designs
similar to figure 3.5 (b) are found to be one of the more popular designs in the
literature [4, 98, 102, 103], with the substrate usually consisting of a plastic, CnHn,
and the guiding structure being composed of a metal.
The confinement of fast electrons in this guiding structure will lead to the rapid
heating via the return current. Robinson et al (2013) [98] investigated the op-
timum heating conditions of this guiding structure by consider a variety of laser
and target parameters. The authors noted that decreasing the laser wavelength
leads to an improved wire heating by a factor of ∼ 3. Improved confinement,
and thus heating, is also found with lower intensity and longer pulse durations.
A variety of Z values were also tried, with a higher Z wire resulting in superior
heating in the Spitzer regime. However it was noted that the low temperature
effects may well limit any benefits these higher Z targets offer. Improved heating
is also found when the laser radius, rlaser & wire radius, rwire, are of comparable
size. The results also showed that the fast electron divergence angle, θfe, has a
large impact in the heating of the target. This is of particular interest as, unlike
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Figure 3.6: Figure showing the inverse conical taper scheme. a) A simple
depiction of the inverse conical taper, based on Robinson et al (2015) [111],
showing the half angle of the cone and its length. b) Schematic of a collision
in the inverse conical taper, with the red line representing a fast electron with
angle θ.
the other variables considered, this parameter is not tunable and various schemes
have been presented to tackle this.
One scheme for the reduction of θfe is the “inverse conical taper” presented by
Robinson et al (2015) [97, 111]. A cartoon and geometrical representation are
found in figure 3.6 (a) and (b) respectively. If a fast electron is travelling at angle
θ to the target axis and it strikes an oblique wall which itself is at angle α to the




tan 2α− tan θ
1 + tan 2α tan θ
(3.101)
this can therefore be rewritten as
θ
′
= 2α− θ. (3.102)
Thus if θ > 2α, the fast electron propagation angle is reduced by 2α. The number





g (θ) sin θdθ∫ pi
2
0
g (θ) sin θdθ
(3.103)
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where g(θ) is the angular distribution of the fast electrons.
For the inverse conical design to be at its most effective, a low α is required.





The reduction of θfe via this method does come with some caveats. The inverse
conical taper will expand in radius until a certain point which therefore means
that the fast electron beam will expand radially in nature therefore resulting in
rwire > rlaser. Furthermore longitudinal dispersion of the fast electron beam is
not completely negated leading to poor heating profiles in the targets. This is
considered in more detail in Chapter 6, with various inverse conical taper designs
investigated to find periods of uniform heating.
Another key factor in the heating of the guiding structure is the propagation
of the fast electrons. Inhomogeneous propagation of fast electrons in the guiding
structure will lead to the generation of interior magnetic fields [98, 102, 103, 130].
These magnetic fields lead to the filamentation of the fast electron beam, discussed
in section 3.4.4, therefore resulting in annular transport and greater heating at the
edge of the wire instead of the center [102].
Due to the laser pointing stability, there is a possibility that the laser pulse will be
focused on the side of guiding structure instead of the center. This will lead to fast
electrons being coupled into the substrate instead of the guiding structure. While
one may consider expanding rwire this will lead to poorer heating profiles, as men-
tioned previously, Robinson et al (2013) [98], while also increasing the likelihood
of instabilities forming in the guiding structure. Alraddadi et al (2016) [102] pro-
posed two alternatives to this step-guide: i) a co-axial guide which has an Al core
surrounded by carbon and ii) a cladded target which has an Al wire surrounded
by carbon which is graded down until the substrate Z. In both of these approaches
rguide, the non-substrate material, is larger than the rlaser but rcore, the aluminium
core in the center of guide, is smaller than rlaser. This is done to prevent filamen-
tation in the target. These targets were then set at rguide = 5µm and compared
against the conventional design, which had radii of 2.5 & 5 µm respectively while
the laser was assumed to be 3.5 µm throughout. It was noted that the growth of
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internal magnetic fields is only present in the larger step-target, rstep−target = 5µm,
therefore meaning that these alternative designs look to suppress the growth of
the magnetic field within the target. It was also found that BφLφ is larger for the
cladded target while being smaller in the co-axial approach. The cladded target
is found to produce values similar to rstep−target = 2.5 µm even though it has twice
the radius. While the co-axial cable provides the lowest BφLφ, it is found that
the heating at depth is better than rstep−target = 5µm due to the inhibition of the
internal magnetic fields. Thus the grading of the guiding structure reduces the
internal magnetic field thereby allowing for radius larger than rlaser. Alraddadi et
al (2018) [103] continued this work by constructing a cladded target with an Al
core, of varying width, which is graded down linearly to C and surrounded by a
CH substrate. It was found that targets which had a smaller Al core, and thus
more grading, produced stronger heating at depth while also stopping the growth
of interior magnetic fields. This is due to more grading resulting in a larger Lφ.
This large Lφ offsets the smaller Bφ, due to the grading, resulting in similar BφLφ
for the targets.
An issue which arises from the use of the guide structure as a wire is that, instead
of altering the transport properties of fast electron beam it will instead “bottle”
them. This will result in fast electrons leaving with their initial divergence angle
after the guiding structure. This, however, is not the case when considering the
inverse conical taper, which was discussed above.
3.4.4 Instabilities
The counter-propagating nature of the two currents can lead to transport instabil-
ities [5, 18, 29, 36, 133]. These instabilities can lead to the onset of filamentation
which will in turn lead to enhanced energy loss, changes to angular divergence and
non-uniform heating [4, 5, 102, 103]. In the following section, some of the insta-
bilities which can be expected in fast electron transport will be briefly considered.
The Weibel instability is a transverse instability which occurs due to the mag-
netic repulsion between the counter-propagating currents. Any inhomogeneity in
the fast electron density will lead to the generation of local magnetic fields which
act to pinch part of the beam into a filament, thus breaking the beam up. This
magnetic field acts on the electrons via the Lorentz force which leads to further
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inhomogeneities in the beam and thus further growth of the Weibel instability.








where ωf is the plasma frequency of the fast electrons.
Another instability is the resistive instability [5, 131, 144]. As noted by Gremillet
et al (2002) this is an extension of Weibel instability, with this occurring when the
return current is collisional. The magnetic fields grow as the resistivity of plasma







where fr is the hot filament radius.
Gremillet et al (2002) [131] also noted that both the Weibel and Resistive in-
stabilities growth is dependent upon the transverse temperature gradient. A large
enough transverse temperature gradient will mean that the outward transverse
forces are larger than the pinching force created by modulations in magnetic field
and will suppress the instabilities.
Insulators are also found to be prone to the ionisation instability [5]. Due to
insulators having no free-electrons, ionisation will need to occur so that a return
current can be formed. If there are perturbations in the fast electron beam, non-
uniform ionisation will occur and this can also lead to filamentation of the beam.
Experimental work done by McKenna et al (2011) [14] showed that the lattice
structure of a material, carbon in this case, has a large role in the growth of
instabilities. The authors considered a highly ordered lattice structure, such as
diamond, and a disordered lattice structure, such as viterous carbon, and diag-
nosed the transport patterns via the protons accelerated via the TNSA mecha-
nism. Viterous carbon was found to produce heavy filamentation resulting in a
highly structured proton beam. Conversely, Diamond was found to suppress fil-
amentation resulting in a more uniform proton beam which was comparable to
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Aluminium. The structured nature of diamond results in metal like resistivities
at 1 - 100 eV & thus the quenching of instabilities in the beam.
Blackman et al (2015) [128] investigated the link between the filamentation in-
stability and low temperature resistivity in two disordered materials: Aluminium
& Copper. Results showed that Copper experiences less filamentation compared to
the Aluminium target, with the Copper target experiencing no filamentation at all
when Iλ2L < 5×1019 Wcm−2 µm2. This can be explained by considering the peak
low temperature resistivity (PLTR) of the two targets. Copper, which has a lower
PLTR, generates a larger collimating field which suppresses the filaments while
in Aluminium, which has a higher PLTR, fine structures grow in the magnetic
field, resulting in filamentation of the fast electron beam. The difference in the
evolution of these magnetic fields can be describe due to the differences in heating.
The lower PLTR in Copper means that it will experience weaker heating, equa-
tion 3.89, and thus takes longer to transition to the Spitzer resistivity. This allows
for larger collimation fields to be generated. On the other hand, Aluminium will
instead reach the Spitzer resistivity faster, resulting in weaker collimating fields.
3.5 Numerical Modelling of Fast Electron Trans-
port: ZEPHYROS
Numerical modelling in physics offers a plethora of uses, ranging from the confir-
mation of experimental results to testing theoretical concepts. As well as this, the
numerical approach allows for certain physics to be “turned off” e.g. magnetic field
generation, constant resistivity, or other processes, leading to a close interrogation
of a complex model.
Throughout the work presented in Chapters 4 & 6, the 3D Cartesian PIC-Hybrid
code ZEPHYROS [105] developed by Dr A. P. L. Robinson, based upon work by
Davies [104, 136, 141], is used. PIC-Hybrid is the approach where the fast electrons
& background plasma are described via a kinetic and fluid approach respectively.
This different treatment is required due to the fact that the physical nature of the
two currents, section 3.4, is very different and results in dissimilar scale lengths &
time scales which lends itself well to a “split” approach for the problem [4].
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Figure 3.7: Illustration of the PIC algorithm. Adapted from Gibbon [13, 146].
By kinetic approach it is meant that the fast electrons are represented via the par-
ticle in cell (PIC) technique. Here particles are described via a single distribution
















where s is the species of particle, x & v are the phase space position and velocity
co-ordinates respectively, f is the distribution function, m the mass and F is the
Lorentz force, equation 2.12.
Equation 3.107 represents the two methods for kinetic modelling of a plasma:







tion describes a collisional plasma. As it can be imagined, the general solution of
either equations is intractable for most problems [13].
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To circumvent this issue, the PIC technique is often used [4, 5, 13, 94, 146]. In
this approach, computational particles are used to represent a certain number of
real particles, or to consider it another way, to represent a certain part of the
distribution function. The use of these computational particles follows from the
Lorentz force, equation 2.12, and noting that only the charge to mass ratio varies
for different particles. Thus, as long as these computational particles have the
same charge-mass ratio as the constituent particles of a plasma, it can be simu-
lated. As it can be imagined, having more computational particles will allow for
a better representation of the distribution function and therefore produce more
accurate results. For most simulations, values of 1×107 computational particles
and above is commonly used and can therefore still be computationally expensive.
The core PIC technique solves for a fully ionised collisionless plasma [5, 146],
the Vlasov equation, by making using of the algorithm presented in figure 3.7.













Particle positions and velocities are then mapped onto a computational grid which
allows for the calculation of current densities. These current densities can then be
used to calculate new EM fields which, in-turn, are used to accelerate the particles
again. These steps are then repeated until the end of the simulation.
Due to the core PIC method being collisionless in nature [5, 94, 146], techniques






and thus solve the Vlasov-Fokker Planck equa-
tion. Collisions are included via a Monte-Carlo approach, which scatters particles
in momentum space [5, 94]. A popular algorithm for collisions is to pair particles
and perform Rutherford scattering[5, 94]. Ionisation can also be included, which
uses a Monte-Carlo approach in conjunction with ionisation cross-sections[5, 94].
During the simulation, the PIC code requires to resolve λD and ωpe at every
time step. If these values are not resolved, it can lead to a variety of non-physical
phenomenon including self-heating [5]. This self heating will occur until λD has
been resolved.
The PIC technique is in stark contrast to the fluid approach which is used in
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the description of the background plasma. Here, the plasma is assumed to be
highly collisional & only macroscopic variables, such as fluid velocity (v), pres-
sure of the fluid (P) and mass density (ρ) are considered. The highly collisional
nature of this plasma therefore allows for it to be approximately described via
a Maxwellian distribution and it is assumed that this state is in Local Thermal
Equilibrium. Fluid codes require a resistivity curve & equation of state to com-
plete the description [5]. In ZEPHYROS, it is assumed that the background is
represented via a static fluid which is heated by both the Ohmic & drag heating.
Its SHC is described by a fit to the TF-corrected model originally presented in
unpublished work by Bell (1980) [105, 117, 141]. The TF model, section 3.2, is also
used to describe the ionisation state of the background fluid. For the resistivity
curve, ZEPHYROS can either use the inbuilt Lee-More resistivity, section 3.3.2.1,
an inbuilt Spitzer curve or can use a user defined resistivity curve.
To allow for the use of these two separate approaches to describe fast electron
transport, the hybrid approximation, a number of assumptions are made which
are presented below.
The fast electron density is assumed to be far smaller than the background density,
nf << nb. This assumption, however, does not mean that the current density of
the fast electron beam will be negligible. Furthermore the background plasma is
assumed to be static and will instantaneously respond to the fast electron beam
and will also be heated by both Ohmic heating and collisional drag, section 3.4.2.
In conjunction with this, it is also assumed that the fluid description used to
describe the background plasma is valid in both temporal and spatial scales of
interest, even if the fast electrons are absent.
The small nature of fast electron density therefore allows for current neutrality,
section 3.4.1, to hold and is represented by equation 3.84,
∇×B ≈ µ0 (jf + jb) , (3.109)
where displacement current has been neglected.
The electric field is assumed to be described via Ohm’s law. This derivation
is the same as section 3.4.3, and is written as
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E = −ηjf = ηjb (3.110)
which, from Faraday’s law, produces a magnetic field of
∂B
∂t
= ∇× (ηjf ) . (3.111)
The use of these fields therefore means that the standard PIC cycle is not followed.
The fast electron current density, jf , is calculated from the interpolation of the
particles on the grid. jf is then used to update the fields via equations 3.110 &
3.111. These updated fields are then interpolated onto the particles and the cycle
is repeated.
As well as the above assumptions, it is also noted that the generation of fast
electrons is not modelled in ZEPHYROS. Instead, a prescribed distribution func-
tion is used to initialise the fast electrons. To specify between fast electrons and
the fluid background, an energy cut-off of 10 keV is used, with energies larger
than this being treated kinetically, while values lower are described via the fluid
background. Furthermore, the laser pulse is not modelled on ZEPHYROS but is
instead introduced as an energy dump of fast electrons into specified cells. This
energy dump can be determined on the basis of characteristic laser parameters:
pulse shape, λL, β, IL etc. As an example, the user would set IL = 5×1019 Wcm−2
and a β = 0.3, resulting in 1.5×1019 Wcm−2 being coupled to the cells. The
number of fast electrons injected into the cells at x=0 is given as
Nfast =
βI(r)4 y4 z dt
f
(3.112)
where β is the fast electron conversion efficiency, section 2.7.2, dt the time step,
4y4 z is the grid spacing for y & z respectively & f is the pondermotive scaling,
equation 2.64.
Due to the above assumptions, a static background which responds instantaneously
to fast electrons and that vf ∼ c, ZEPHYROS only considers the fast electrons
collisions for drag
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dp = − D
2mv2
lnΛldt, (3.113)














and the two logarithmic terms are dependent on the target.
3.6 Fast Electron Heating Experiments
(a) Target for diagnosing pre-plasma. (b) Sandwich target [83].
(c) Buried layer target [147].
Figure 3.8: Various targets used in experimental setting
Fast electron heating experiments offer considerable insight into the various trans-
port properties of the fast electron beam, ranging from the role of instabilities to
energy deposition within the target. Unlike the numerical approach, section 3.5,
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an experiment will need to deal with a variety of physical effects in the laboratory
setting. Due to the majority of the relevant physics occurring within the target,
optimisation of its design is crucial. Some of the most typical, necessary consid-
erations in planning a fast electron transport experiment will be discussed below.
Due to most CPA laser systems being coupled with a pre-pulse (section 2.2) there
will often be a pre-plasma (section 2.5.2) which will affect the laser interaction, as
well as the generation and transport of fast electrons [36, 49, 53, 54, 71, 148, 149].
For example, as it was previously discussed in section 2.7.2, Gray et al (2014)
[53] showed that the pre-plasma can either result in a focusing or defocusing of
the laser pulse therefore resulting in either a more energetic or less energetic fast
electron beam respectively. Moreover experimental and numerical work by Scott
et al (2012) [49] has shown that the pre-plasma scale length impacts the kinetic
energy, current & number of fast electrons. Thus these characteristics will greatly
alter the properties of the beam and a full characterisation of the pre-plasma is
required to quantify the role of it.
There are a variety of methods in which this can be achieved. One is the use
of pockel cells in the laser chain [44, 49] which results in controllable variations
in the pre-pulse and the resulting comparisons allow for the characterisation. An-
other method, which is popular throughout the literature, is to use a structured
target as shown in figure 3.8a (a). The different material on the front, a thin foil
of a few µm, will result in a different spectra of Kα emission from the pre-plasma
& target bulk allowing for a characterisation of the pre-plasma and its impact on
the fast electron generation [28, 36, 60]. Another approach to counteract the pre-
pulse is to frequency double the laser pulse. This results in the suppression of the
pre-pulse [34, 59] and allows for comparison between the frequency doubled and
fundamental frequency shots [32] allowing to elucidate the role of the pre-plasma.
The use of a structured target also extends to diagnosing the propagation of fast
electrons in the target. Consider the target shown in figure 3.8a. The propaga-
tion of fast electron beam through the target will be difficult to diagnose due to
there being no way to distinguish at which depth the Cu-Kα emission is generated
from. Due to this, layered targets are often utilised in the literature. These layered
targets can either be “sandwich” targets [83], as shown in figure 3.8b, or buried
layer targets [34, 37, 50, 59, 139, 147], as shown in figure 3.8c. These targets
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types vary in thickness, with this being dependent upon the experimental goals.
Thus these target designs will result in the generation of different Kα spectra at
different depths into the target during the propagation of the fast electron beam
through the target and thus a better consideration of the transport properties of
the fast electron beam, e.g. in terms of heating at depth or the onset of transport
instabilities.
Other target considerations are important if certain physical effects need to be
reduced. For example if the target length is smaller than the fast electrons mean
free path, these fast electrons will generate a large electric field at the rear of the
target, which leads to TNSA as discussed in section 1.2.1. This electric field will
also deflect the less energetic electrons, redirecting them back into the target and
resulting in further heating of the target. This effect, known as refluxing, will also
contribute to the Kα emission from a buried layer and will complicate the inspec-
tion of the Kα for evaluating the fast electron transport. To counteract this, the
thickness of the target can be increased to reduce the effect of refluxing [16, 53].
Further target alterations also look at using reduced mass targets [28, 36]. These
targets allow for higher temperatures due to an equal amount of energy deposition
occurring in a smaller volume [28]. Other approaches use structured targets to
investigate resistive collimation, figure 3.5 [101, 105, 144], as discussed in section
3.4.3.2.
The choice of diagnostic is crucial for the correct characterisation of the fast
electron beam. As it was originally discussed in section 2.7.2 there are a vari-
ety of methods used in the diagnosing of fast electron transport. In almost all
experiments, Kα diagnostics are considered in imaging and/or spectroscopy ar-
rangements. In the imager approach [28, 50, 84] Kα x-rays are collected and then
focused, usually by a bent Bragg crystal, onto a spatially resolved detector, i.e.
CCD camera or x-ray film. This produces 2D images which allow for the spatial
characterisation of the fast electron beam transport. In the Spectroscopy approach
[28, 32, 33, 35, 37, 49, 50, 57, 59, 83, 88, 90], x-rays are dispersed according to
their wavelength by a crystal, and the spectrum is recorded on a suitable detector.
Observation of characteristic lines in the spectrum (Kα, Kβ etc), and will assist
the determination of some of the properties of the fast electron beam such as the
number of electrons in the target, divergence of the beam etc. Techniques can
also be used to image the optical emission from fast electrons leaving the target,
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via Optical Transition Radiation (OTR) or Coherent Transition Radiation (CTR)
[28, 79, 105]. Due to the transition between two different refractive indexes when
the fast electrons leave the rear of the target, radiation will be emitted [28] and is
imaged onto a CCD camera. This may allow for direct measurement of the fast
electron distributions, energies & divergence angles.
In heating experiments, the measurement of temperature is usually considered
by measurements of target heating at a given depth [26, 28, 32–37, 57, 59, 83–
85, 90, 90, 150, 151] into the targets. Chen et al (2007) [36], showed that for
ILλL ∼ 1019 Wcm−2, a heating layer of Ti 0.2 µm placed 1 µm after Al, was
heated to ∼ 1300 eV while only reaching ∼ 500 eV for CH targets. Evans et al
(2005) [35] showed that temperatures in excess of 500 eV at 10 - 20µm depth are
reached for IL >10
20 Wcm−2. Martinolli et al(2002) [83] showed that temperatures
of 40 eV at distances of 40 µm for Al-Cu-Al targets with ILλL ∼ 1019 Wcm−2.
Further work by Martionlli et al (2006) [84] expanded these measurements show
that for comparable intensities, few tens of eV were reached at up to 100 µm in
depth.
3.7 Summary
This Chapter provides an introduction to a variety of topics in fast electron trans-
port. First, material properties were discussed which included the Thomas-Fermi
model, which is used to describe the SHC of target, to the various resistivity mod-
els used: Spitzer, Lee-More & Robinson. Following this, physics relevant to fast
electron were discussed, with the current balance approximation, Ohmic and drag
heating, resistive magnetic field generation and instabilities all discussed. The
Chapter was rounded out by considering numerical methods used in this thesis,
ZEPHYROS, and the current state of fast electron heating experiments.
Chapter 4
Fast Electron scalings for Ohmic
heating
4.1 Overview
In the following Chapter, simple analytical scalings for Ohmic heating coupled with
numerical simulations are used to show that the use of a Spitzer-like resistivity is
inadequate to describe both the full evolution of the target and also underestimates
influence of laser target parameters, IL, λL & ni. It is instead shown that not only
are these dependencies better described via a low temperature resistivity but also
that the low temperature phase of the target evolution has a very significant role
in the later stage evolution of the temperature of the target.
4.2 Fast Electron Scaling
A simple but useful tool in fast electron heating are analytical scalings. These
allow for rough calculations on experimental parameters prior to investing time
in detailed simulations. Moreover, these scalings allow the core physics of the
problem to be reduced into a highly approximate calculation and by comparing
these predicted scalings the with actual results, one can see how well the problem
is understood. To derive these scalings, we first recall from section 3.4.2 that
the dominant heating mechanism in a solid target is Ohmic heating which, from
equation 3.87 is
74







By now considering an ideal monotonic gas heat capacity for C and taking η to be











By then considering the rigid beam model, in which current density remains fixed,













, th is the heating time and T0 is the initial temperature.
In the strong heating limit, T>>T0, equation 4.3 becomes



























where β is the conversion efficiency and f the mean energy of the fast electron
beam, section 2.7.2.
If the fast electron temperature follows a ponderomotive scaling, equation 2.64,
one has f = A
√
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which shows the impact of the relevant parameters associated with Ohmic heating
from the fast electron beam for a Spitzer resistivity.
However as noted in section 3.3.2, the Spitzer resistivity only accurately describes
the resistivity of a plasma state. As this will not be the case when the target is in
either the solid or WDM phase, these scalings will be incorrect.
Due to the complex nature of low temperature resistivity models, section 3.3.2,
it is often difficult to produce simple analytical scaling predictions like the ones
above. Predictions can be made by considering a resistivity which scales with







where η0 is a specified value of resistivity and α is an arbitrary constant.
Substituting this into equation 4.1 produces [136]
T = T0
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, α < 1. (4.8)






Setting α = 1
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Both of these scalings are predicated upon strong heating, T>>T0. In the square-
root resistivity case, this assumption leads to:
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Here it can be seen that these assumptions both predict far stronger scaling de-
pendencies than the ones predicted by the Spitzer case, equation 4.6.
As well as this, all of the scalings derived above assume that both the ionisa-
tion state and the specific heat capacity are constant. This assumption is further
analysed in Chapter 5. While this assumption is heuristic in nature, it allows us
to understand the potential implications of this temperature regime.
To test these simple analytical scalings presented in equations 4.6, 4.9 & 4.10,
numerical simulations are performed as discussed in the next sections.
4.3 Numerical Simulations
A variety of simulations were performed using ZEPHYROS, section 3.5, which
varied the parameters IL, λL & ni across 4 targets: Al, Ti, Au & CH. For each of
these four targets we run benchmark simulations which use the same parameter
apart from the ni & Z value. The test simulation consists of 200 × 200 × 200
grid, with each cell being 0.1 µm in size. 4×107 particles were used. The laser
pulse had a Gaussian profile and we set rspot as 10 µm, IL as 2×1019 Wcm−2, β as
0.3, th, the laser duration, as 5.6×10−13 s and λL as 1.053 µm. The fast electron





, and a divergence angle
of 60◦ (1.047rad) was selected from an experiment on fast electron propagation
[152]. x boundaries were set to be reflective. The temperature of the beam was
calculated from the pondermotive scaling, equation 2.64. The Lee-More resistivity
model, section 3.3.2.1, was used to describe the resistivity. From Run A, the three
parameters were then varied individually as shown in table 4.1 & 4.2.
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Run I (Wcm−2) λ (µm) ni Fast e- Temp (MeV)













N 1.053 See table 2 1.61
O See table 2
P See table 2
Q See table 2
R See table 2
S See table 2
Table 4.1: Parameters used in each run, with Run A representing the standard
run.
Run ni (Al) ni (Ti) ni (Au) ni (CH)
A 6 5.71 5.9 0.829
N 27.8 26.4 27.3 3.4
O 16.7 15.9 16.4 2.3
P 10 9.52 9.83 1.38
Q 3.6 3.43 3.54 0.497
R 2.16 2.06 2.124 0.298
S 1.296 1.2744 1.2334 0.179
Table 4.2: Different ion densities used for the four targets given in units of
×1028 m−3.
Before going any further, it may strike the reader as strange that the Lee-More
model has been used to describe the target resistivity while the scalings for this
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have not been considered above. The reason for this, which was initial discussed
in the previous section, can be seen by considering the form of the Lee-More
resistivity as given by equation 3.48 or 3.53. In both of these equations, there
is a degeneracy parameter which does not reduce down to simple scaling laws.




To determine these scalings the temperature was taken in the center of a target,
y = z = 10 µm, at depths x = 2, 4 & 6 µm. The temperatures reached at a 2 µm
depth are plotted in figure 4.1. Power dependencies on ∝ IαL λ nρi were then fitted
to these temperatures. The plotting of these coefficients can be found in figure 4.2
& and in tabular form 4.3 - 4.5.
Run I λ ni
CH 0.89455 -1.14409 -0.47616
Al 1.17037 -1.39737 -0.94616
Ti 1.31882 -1.48537 -1.14573
Au 1.71775 -1.61837 -1.61676
Table 4.3: Exponents from power laws for heating at depth of 2 µm
Run I λ ni
CH 0.89452 -1.14852 -0.49701
Al 1.54547 -1.74238 -1.35978
Ti 1.71326 -1.74842 -1.48347
Au 1.71396 -1.31961 -1.61393
Table 4.4: Exponents from power laws heating at depth of 4 µm
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Figure 4.1: Maximum temperatures reached at a depth of 2 µm in the different
models, plotted against the parameters IL, λL & ni.
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Figure 4.2: Figures showing the respective dependencies for IL, λL & ni in the
four targets: Al, Ti, Au & CH. The blue line represents the predicted Spitzer
scaling, equation 4.6, while the orange line is the constant resistivity scaling,
equation 4.9, & the green line is the square root resistivity, equation 4.10.
Run I λ ni
CH 0.88295 -1.11727 -0.50418
Al 1.41015 -1.29582 -1.35218
Ti 1.52150 -1.36827 -1.34533
Au 1.23550 -0.60065 -1.28172
Table 4.5: Exponents from power laws heating at depth of 6 µm
As it can be seen from figures 4.1 & 4.2 and tables 4.3 - 4.5, the analytical Spitzer
scalings severely underestimate the scaling of the 3 parameters. This is clearly
evident in the figure 4.1 where, for CH, it can be seen that a linear fit, constant
resistivity, produces a far better fit to the temperatures produced in the simula-
tion compared to the Spitzer prediction. Another trend which appears in these
exponents relates to the target Z. The behaviour for Al is better described via a
constant resistivity, equation 4.9, while the dependencies for the higher Z targets,
Ti & Au, are better represented via the square-root resistivity, equation 4.10. This
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Figure 4.3: Figure showing dependencies for IL, λL & ni in the four targets:
Al, Ti, Au & CH for T > 10 eV. The blue line represents the predicted Spitzer
scaling, equation 4.6, while the orange line is the constant resistivity scaling,
equation 4.9, & the green line is the square root resistivity, equation 4.10.
dependence on Z therefore means that the initial phase of the low temperature
resistivity has a larger impact even for temperatures reaching T > 1 keV.
As it was stated in the derivation of the analytical scalings, a strong heating
approximation has been assumed, equation 4.11. To test this assumption, the
same fitting procedure was applied while removing temperatures < 10, 50 & 100
eV respectively. Table 4.6 & figures 4.3-4.5 present these results. Due to all values
of CH being heated to beyond 100 eV, these exponents were left out.
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Figure 4.4: Figure showing dependencies for IL, λL & ni in the four targets:
Al, Ti, Au & CH for T > 50 eV. The blue line represents the predicted Spitzer
scaling, equation 4.6, while the orange line is the constant resistivity scaling,
equation 4.9, & the green line is the square root resistivity, equation 4.10.
Run I λ ni
Al (10 eV) 1.17037 -1.3973 -0.9461
Al (50 eV) 1.06293 -1.1934 -0.7301
Al (100 eV) 0.96880 -1.1934 -0.5593
Ti (10 eV) 1.31882 -1.4853 -1.1457
Ti (50 eV) 1.07748 -1.177 -0.6947
Ti (100 eV) 0.97502 -1.0041 -0.6947
Au (10 eV) 1.60688 -1.1132 -1.2631
Au (50 eV) 1.31637 -0.7412 -0.9605
Au (100 eV) 1.24259 -0.2969 -0.7802
Table 4.6: Exponents from power laws for heating at 2 µm in the strong
heating limit. The number in the bracket represents the lowest heating value
allowed.
Table 4.6 & figures 4.3 - 4.5 show that in the limit of strong heating, the scalings
of the respective targets are still best described via low temperature scalings.
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Figure 4.5: Figure showing dependencies for IL, λL & ni in the four targets:
Al, Ti, Au & CH for T > 100 eV. The blue line represents the predicted Spitzer
scaling, equation 4.6, while the orange line is the constant resistivity scaling,
equation 4.9, & the green line is the square root resistivity, equation 4.10.
Furthermore it can also be noted that there is a slow drift towards the Sptizer
regime in each of the targets when higher temperatures are used as the cut-off.
In spite of this drift, the majority of results are still firmly represented by the low
temperature scalings. This once again shows that the low temperature resistivity
part of the evolution plays a major role in the overall heating of the target.
4.4.2 Role of Collisional Heating
A caveat in discussing the exponents above is that the heating of the target can
also occur from the drag of fast electron beam, section 3.4.2. To consider the role
of this heating, extra simulations were performed with collisional drag turned off
for Al & CH targets. As well as this, an extra simulation was run which also
considered no acceleration from the fast electron beam thereby resulting in a true
rigid beam. The completely rigid beam was introduced to try and explain why the
CH ni exponent, value of 0.5, does not reproduce the Spitzer scaling value, 0.4.
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Figures 4.6 - 4.7 & tables 4.7 - 4.9 present the calculated exponents from these
simulations.
Run I λ ni
Al 1.17037 -1.3973 -0.9461
Aldrag 1.17371 -1.38557 -1.04787
CH 0.89455 -1.1440 -0.47617
CHdrag 0.89412 -1.14139 -0.47401
CHdrag+accl 0.89642 -1.14068 -0.47616
Table 4.7: Exponents for Al & CH with no drag & no acceleration at 2 µm.
The subscript denotes the physical feature which has been turned off.
Run I λ ni
Al 1.54547 -1.74238 -1.35978
Aldrag 1.65364 -1.84295 -1.57542
CH 0.89452 -1.14852 -0.49701
CHdrag 0.90193 -1.35040 -0.47695
CHdrag+accl 0.90336 -1.14129 -0.49079
Table 4.8: Exponents for Al & CH with no drag & no acceleration at 4 µm.
The subscript denotes the physical feature which has been turned off.
Run I λ ni
Al 1.41015 -1.29582 -1.35218
Aldrag 1.69495 -1.5338 -1.53862
CH 0.88295 -1.11727 -0.50418
CHdrag 0.89675 -1.13157 -0.47506
CHdrag+accl 0.91498 -1.13147 -0.50102
Table 4.9: Exponents for Al & CH with no drag & no acceleration at 6 µm.
The subscript denotes the physical feature which has been turned off.
As it can be noted from figures 4.6 - 4.7 and tables 4.7 - 4.9, Ohmic heating is
the dominant method in the targets. This is clearly seen in figure 4.7 where it is
noted that the final temperatures in these simulations are remarkably similar.
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Figure 4.6: Plots showing temperatures reached in the various simulations for
CH, with the standard run, CH, drag turned off, CHdrag, and a true rigid beam,
CHdragaccel.
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Figure 4.7: Figures showing the respective dependencies for IL, λL & ni in
Al & CH. The subscript on the target depicts physical features turned off in
the simulations. With d meaning drag has been turned off & d+a meaning
both drag and acceleration have been turned off. The blue line represents the
predicted Spitzer scaling, equation 4.6, while the orange line is the constant
resistivity scaling, equation 4.9, & the green line is the square root resistivity,
equation 4.10
.
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Figure 4.8: Figures showing the respective dependencies for IL, λL & ni in Al
& CH which are set at a starting temperature of 300 eV. The blue line represents
the predicted Spitzer scaling, equation 4.6, while the orange line is the constant
resistivity scaling, equation 4.9, & the green line is the square root resistivity,
equation 4.10.
4.4.3 Low Temperature Resistivity
From the previous graphs & tables, it can be seen that each of the targets are
primarily described by low temperature scalings. This therefore raises the question
of whether for simulations initialised at high enough temperature, the exponents
are better described via Spitzer scalings. To investigate this, simulations were
performed by starting Al & CH at 300 eV, denoted by Al300 & CH300, with the
exponents being found in figure 4.8 & tables 4.10 - 4.12.
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Run I λ ni
Al 1.17037 -1.39737 -0.94616
Al300 0.37674 -0.48238 -0.17757
CH 0.89455 -1.14409 -0.47616
CH300 0.69361 -0.89574 -0.39153
Table 4.10: Exponents for targets starting at 300 eV simulations at depth of
2 µm.
Run I λ ni
Al 1.54547 -1.74238 -1.35978
Al300 0.10347 -0.12865 -0.12965
CH 0.89452 -1.14852 -0.49701
CH300 0.35588 -0.52057 -0.17690
Table 4.11: Exponents for targets starting at 300 eV simulations at depth of
4 µm.
Run I λ ni
Al 1.41015 -1.29582 -1.35218
Al300 0.03053 -0.03558 -0.00728
CH 0.88295 -1.11727 -0.50418
CH300 0.15600 -0.25548 -0.06068
Table 4.12: Exponents for targets starting at 300 eV simulations at depth of
6 µm.
Figure 4.8 & tables 4.10 - 4.12 clearly show that the simulations starting at 300
eV are operating in a different resistivity regime for both targets, with the CH
target presenting dependencies closer to Spitzer in this run. This therefore shows
that the low temperature resistivity has a major role in determining the maximum
temperature of the target.
4.5 Conclusion
In this Chapter the predicted scalings of laser-target parameters, IL, λL, ni, for
Ohmic heating from both the Spitzer resistivity model and a simple low tempera-
ture model were compared with the aid of numerical simulations. Results showed
Chapter 4. Fast Electron scalings for Ohmic heating 90
that the use of Spitzer resistivity from the onset is insufficient, with scalings being
more inline with the simple low temperature resistivity model used. The scalings
therefore confirm that the evolution of the target through the low temperature
phase is crucial to the overall temperature reached in the target at later stages
and therefore fundamentally affects how one expects target heating to scale with
core experimental parameters.
Chapter 5
The Role of Ionisation and
Specific Heat Capacity in Ohmic
Heating Scaling Predictions
5.1 Overview
In the following Chapter, a 0D heating model is presented which investigates the
assumptions made in the derivations of the scalings in the previous Chapter: fixed
ionisation and specific heat capacity. Results show that the assumption is valid,
with calculated dependencies being very similar. It is also found that fixing the
specific heat capacity and ionisation state result in higher overall temperatures
compared to varying these two parameters. This was expanded further by fixing
specific heat capacity and ionisation independently of one another and adding
another resistivity model to the discussion. Results indicate that fixing the specific
heat capacity produces larger temperatures than fixing the ionisation state. This
suggests that there is a temperature dependence which is not considered when
using the ideal gas heat capacity and thus underlines the importance of correctly
characterising the specific heat capacity.
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5.2 Background
In the previous Chapter the conclusion was drawn that the Spitzer resistivity does
not fully represent various dependencies for the heating of a target from 1 eV but
a prescriptive low temperature model, equation 4.7, provides a better description
of the dependencies. As noted however, this resistivity model assumes that the
ionisation state, Z∗, & specific heat capacity, C, are constant. Obviously this is
not consistent with physical reality due to the resistivity being dependent upon
Z∗, as shown in section 3.3. To consider these assumptions, a 0D heating model
is constructed and discussed in the following section.
5.3 Model Description
The 0D heating model, which evolves temporally, will be referred to as HEAD:







via the finite difference technique.
HEAD takes the initial temperature of the model to be 1 eV and the current





where f is calculated via equation 2.64. jf is taken to be independent of time.
The ionisation state is calculated via the corrected TF model, equation 3.25. In
the calculation of this model, the degeneracy for all targets is taken to be g0 =
2 & g1 = 1 [108]. First ionisation values for all materials considered are taken
from the NIST website. The physical switch for Z∗ is called “TF Constant”,
with True meaning that Z∗ is fixed at its initial value, Z∗[1 eV], while False will
allow for Z∗ to vary. A plot of the TF model calculation can be found in figure 3.1.
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Figure 5.1: Figure showing Low Temperature resistivity, dashed blue line, vs
Blended Low Temperature Resistivity, solid green line, between 1-1000 eV for
an Aluminium target with ni = 6×1028 m−3.
To model the heat capacity, the TF-corrected model originally presented in un-
published work by Bell (1980) [117], which is also used by Davies (2002) [141] &
ZEPHYROS [105], is used. In this approach, the specific heat capacity is assumed








with this volume being that calculated for a fully bound atom.
To calculate the specific heat capacity of the entire target, equation 5.3 is multi-
plied by nee. The specific heat capacity has a similar physical switch to Z
∗, with
True fixing C to its initial value, C[1 eV], while False will allow C to vary.
HEAD can also take any resistivity model and was initially set-up up with the
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where T0 is the initial temperature, 1 eV, & η0 is the resistivity of the material at 1
eV. This initial value is calculated via the Lee-More model. Furthermore a switch
temperature, Tc, for this resistivity model is taken at 44 eV [119]. Temperatures
below this are represented by this low temperature approach, while temperatures
above this are described by the Spitzer resistivity.
The implementation of this low temperature resistivity does come with its own
caveats. For example the resistivity curve from equation 5.4 for an Al target, with
α = 1, is shown by the blue line in figure 5.1. Here it can be noted that there is
a large discontinuity when switching between the two resistivity models at 44 eV.
This is of course not physical at all. To correct for this, the following equation is
used in place equation 5.4






where ηs,Tc is the Spitzer resistivity at the switch temperature and Ts is the start
temperature of the simulation, 1 eV in this case.
This curve, represented as the green line in figure 5.1, provides a far more re-
alistic resistivity curve.
As it was discussed, after Tc the resistivity is described via the Spitzer approach,











T 2 + T 2F . (5.7)
This correction stops the screening value dropping below the Thomas-Fermi screen-
ing length.
bmax is treated via the Debye length





























The Spitzer resistivity was not used due to the unrealistically higher values pre-
dicted at 1 eV, ∼1×10−4 Ωm. By considering the first time step in equation 5.1 for
Al, with a current density, 3.75×1016 Am−2, specific heat capacity, 4×109 eV and
δt, 1e-15, it can be seen that the temperature is 35157.25 eV which is non-physical.
Furthermore, Milchberg et al (1988) [47, 141] showed that the resistivity of Al at
1 eV was 1.9×10−7 Ωm, which is roughly 3 orders of magnitude smaller than the
Spitzer predictions.
5.4 Simulation Setup
The first approach of this model was to repeat the simulations done in Chapter 4.
The heating time is assumed to be 1 ps, with a step size of 1 fs and the various
parameters varied are reprinted here for ease of the reader. The first table, 5.1,
also includes the fixed current densities used in the simulations.
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N 1.053 See table 2 3.75
O See table 2 3.75
P See table 2 3.75
Q See table 2 3.75
R See table 2 3.75
S See table 2 3.75
Table 5.1: Parameters used in each run, with Run A representing the standard
run.
Run ni (Al) ni (Ti) ni (Au) ni (CH)
A 6 5.71 5.9 0.829
N 27.8 26.4 27.3 3.4
O 16.7 15.9 16.4 2.3
P 10 9.52 9.83 1.38
Q 3.6 3.43 3.54 0.497
R 2.16 2.06 2.124 0.298
S 1.296 1.2744 1.2334 0.179
Table 5.2: Different ion densities used for the four targets given in units of
×1028 m−3.
Each of these runs are performed twice, depending on the resistivity model & Z∗
or SHC condition, with this being shown in table 5.3.
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(a) Heating profiles for LF, solid green, and
LV, dashed blue, for Al.
(b) Heating profiles for LF, solid green, and
LV, dashed blue, for Au.
(c) Heating profiles for LF, solid green, and
LV, dashed blue, for Ti.
(d) Heating profiles for LF, solid green, and
LV, dashed blue, for CH.
Figure 5.2: Figures showing heating profiles for Run A in the respective runs:
LF, solid green, and LV, dashed blue, in (a) Al, (b) Au, (c) Ti & (d) CH.
Name Resistivity Z∗ Constant C constant
Low Temperature Fixed (LF) Low Temperature True True
Low Temperature Vary (LV) False False
Table 5.3: Two runs performed in HEAD. The description of how Z∗ & C are
fixed is found in section 5.3 - values are fixed at the initial temperature of the
model: 1 eV
5.5 Initial Results
Temperature profiles for Run A LF & LV in the 4 targets is presented in figure
5.2. Maximum temperatures are presented in tables 5.4 - 5.6. Exponent values
from these runs are presented in figure 5.3 and table 5.7.

















LF 4213 3489 2913 2456 2097 1818 1604
LV 2942 2430 2024 1703 1452 1257 1108
Au IL
LF 3985 3301 2747 2313 1971 1706 1504
LV 2829 2345 1956 1650 1409 1222 1079
Ti IL
LF 4192 3474 2901 2441 2082 1804 1592
LV 2958 2446 2040 1716 1464 1268 1117
CH IL
LF 5.5e7 3.5e7 2.3e7 1.6e7 1.1e7 7.6e6 5.7e6
LV 5.5e7 3.5e7 2.3e7 1.6e7 1.1e7 7.6e6 5.7e6

















LF 557 895 1461 2456 4334 8234 1.8e4
LV 383 616 1008 1703 3028 5848 1.4e4
Au λL
LF 513 833 1368 2313 4100 8000 1.6e4
LV 375 604 983 1650 2910 5607 1.1e4
Ti λL
LF 550 886 1449 2441 4314 8163 1.7e4
LV 388 623 1018 1716 3044 5801 1.2e4
CH λL
LF 4.9e5 1.5e6 4.6e6 1.6e7 5.9e7 2.7e8 1.5e9
LV 4.9e5 1.5e6 4.6e6 1.6e7 5.9e7 2.7e8 1.5e9
Table 5.5: Maxmimum temperatures for varying λL described in tables 5.1 -
5.3

















LF 1345 1640 2003 2456 3191 1.1e4 8.4e4
LV 819 1048 1337 1703 2422 1.1e4 8.4e4
Au ni
LF 1275 1551 1890 2313 2842 3503 4769
LV 805 1024 1301 1650 2089 2646 3936
Ti ni
LF 1338 1631 1992 2441 3019 4944 3.9e4
LV 829 1059 1349 1716 2201 4379 3.9e4
CH ni
LF 1.1e6 2.6e6 6.6e6 1.6e7 2.9e7 3.8e7 4.5e7
LV 1.1e6 2.6e6 6.6e6 1.6e7 2.9e7 3.8e7 4.5e7



















Table 5.7: Exponents for Al, Au, Ti & CH target for the different runs.
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(a) Exponents from HEAD for Al. (b) Exponents from HEAD for Au.
(c) Exponents from HEAD for Ti. (d) Exponents from HEAD for CH.
Figure 5.3: Figures showing respective exponents for IL, λL & ni in (a) Al,
(b) Au, (c) Ti & (d) CH. Acronyms described in table 5.3.
There are a variety of points to be noted from figures 5.2 & 5.3 and tables 5.4 -
5.7. From the heating profiles it can be seen that when the ionisation and heat
capacity are treated as constant, LF, higher temperatures are found throughout
all the targets. While the resistivity might be smaller in LF due to Z∗ being fixed,
the specific heat capacity is also fixed, resulting in higher temperatures. This
therefore suggests that the specific heat capacity is more important in the heating
profile of the respective targets. The one difference in this is the heating profile
from CH, figure 5.2d. This is due to the large η0, ∼ 10−5 Ωm, and small specific
heat capacity which results in the two runs producing similar temperatures, as
seen in tables 5.4 - 5.6, and thus the same exponents as seen in table 5.7.
It can also be noted that the exponents produced from IL are considerably lower
compared to the other exponents, with these being best described via the Spitzer.
These lower exponents are due to the weaker heating exhibited in these runs, as
seen in table 5.4. The weaker heating can be considered from the variables which
Chapter 5. The Role of Ionisation and Specific Heat Capacity in Ohmic Heating
Scaling Predictions 101
will change the rate of heating in this model, equation 5.1, jf & C. The variation
of jf , equation 5.2, has a weaker dependence on IL than from λL as seen in table
5.1. Thus jf will vary less in the IL runs thereby resulting in less variation in the
temperatures and smaller exponents.
Another point to be noted from the exponents is that the largest variation be-
tween LF & LV is in the dependency from ni. This can be considered from the
maximum temperatures from the density runs as seen figure 5.4 & table 5.6. Here
it can be noted that for both Al & Ti, the temperatures produced in LV are
smaller for runs N-Q while becoming comparable to LF for runs R-S. This is due
to the reduction in the specific heat capacity which allows for rapid heating of the
target,resulting in similar temperatures and thus larger exponents for LV.
These maximum temperatures from figure 5.4 & table 5.6 also show why the
exponents in Au are far smaller compared to the other targets. Unlike the other
runs, there is no rapid increase in temperature with a decrease in density. This is
due to the decrease in Z∗ being smaller as seen in table 5.8. The smaller reduction
in Z∗ results in a smaller reduction in the specific heat capacity and thus a smaller
increase in temperature and smaller exponents.




Table 5.8: Exponents for Al, Au, Ti & CH target for the different runs.
Overall the results show that the assumption of a fixed Z∗ & SHC lead to similar
exponents, with only Au ni suggesting it is not.
5.6 Variation of Z∗ & SHC
As it was noted in figure 5.2 & tables 5.4 - 5.6, fixing Z∗ & SHC results in higher
temperatures. To consider this point in more detail, two things are done 1) Add
a more complete resistivity model to fully elucidate these effects and 2) Expand
table 5.3 to allow for the variation of Z∗ & C independently. The reason for the full
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(a) Maximum temperatures reached in vary-
ing density for LV, red squares, & LF, blue
pentagon, in Al.
(b) Maximum temperatures reached in vary-
ing density for LV, red squares, & LF, blue
pentagon, in Au.
(c) Maximum temperatures reached in vary-
ing density for LV, red squares, & LF, blue
pentagon, in CH.
(d) Maximum temperatures reached in vary-
ing density for LV, red squares, & LF, blue
pentagon,in Ti.
Figure 5.4: Maximum temperatures reached in varying density for LV, red
squares, & LF, blue pentagon, in (a) Al (b) Au (c) CH & (d) Ti.
resistivity model is so that a description of electron statistics, such as degeneracy,
can be included in the discussion. The first point is presented in section 5.6.1 and
the second point, along with the results is presented in section 5.6.2.
5.6.1 A full resistivity model
For a full resistivity model the Robinson Resistivity was chosen, section 3.3.2.2.








∣∣∣∣ dp]−1 , (5.11)
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Figure 5.5: Figure of Fermi Dirac Distribution & ∂f0∂p for Au at 1 eV.
and therefore means that the Fermi-Dirac distribution, its change with respect to
momentum, and collisions will all need to be resolved.
The Fermi-Dirac distribution requires for the chemical potential to be solved.












is a Fermi integral to the 1
2
th order, equation 3.4.
The Fermi-integral was solved via the Newton-Raphson method for α. Plots of
the Fermi-Dirac distribution & ∂f0
∂p
can be found in figure 5.5 for Au at 1 eV.
In calculating the collisions, only electron-ion & electron-electron collisions were
selected. This means that for materials, Al & CH, where electron-neutral collisions
are a non-trivial part of the resistivity at 1 eV, Z∗ [1eV] < 1, are neglected [4].
The collision calculations also requires for the Lindhard theory to be calculated,
equation 3.63. Figure 5.6 presents the Lindhard screening length, red, the Thomas-
Fermi screening, Lindhard theory at T = 0 green, and the Debye length, blue.
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Figure 5.6: Figure showing various screening lengths vs temperature for a fixed
of solid density of 1×1029 m−3. The blue solid line represents λD, green dashed
line the Lindhard screening and red dotted line the Thomas Fermi screening.
Figure 5.7: Robinson Resistivity for Au, ni = 5.9×1028 m−3, between 1 - 1000
eV
The resistivity curve for Au can be seen in figure 5.7.
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5.6.2 Varying Z∗ & SHC
Table 5.3 was expanded so that Z∗ & C were varied independently, with table 5.9
presenting the runs undertaken.
Name Z∗ Constant C constant
Fixed (F) True True
Fixed Z (FZ) True False
Fixed C (FC) False True
Vary (V) False False
Table 5.9: Runs performed for Z∗ & SHC. We denote each variable by L (low
temperature) or R (Robinson) + F, FZ, FC or V as appropriate.
To keep from the convolution of results, only Run A, table 5.1, was considered.
Cu was also added, with its parameters found in table 5.10.
Target ρ (kg m−3) Density (m−3) Z
Cu 8603 8.05×1028 29
Table 5.10: Material Properties used in the construction of the cone
The temperature profiles for the 3 targets with the four runs, table 5.9, can be
found in figures 5.8 - 5.10. Here the contrast in the heating profiles can be seen,
with fixing the parameters resulting in higher temperatures, suggesting that the
specific heat capacity has a temperature dependence. This can be considered from
the internal energy of a material
Ee = f(T )Z
∗(T )nikBT. (5.13)





Here it can be seen that the use of the ideal gas neglects the temperature de-
pendence of f(T) & Z∗(T) in equation 5.14. The neglection of this temperature
dependence will therefore result in an overestimation of the specific heat capacity
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Figure 5.8: Temperature profiles for Au with Robinson Resistivity, R, & Low
Temperature, L, Resistivity for runs described in table 5.9. The fixing of the Z∗
& SHC follow the same process as originally discussed in 5.3 - values are fixed
at the initial temperature of the model: 1 eV
and will underestimate the heating in the low temperature regime. This will result
in an incorrect description of the target and predicted smaller exponents as shown
in Chapter 4 and this Chapter.
5.7 Conclusion
In this Chapter a 0D heating model, which evolves temporally, was constructed
to test the assumption made for derivations of the analytical scalings in the pre-
vious Chapter: the ionisation state, Z∗, and the specific heat capacity, C, are
constant. Results from this model showed that the assumption of fixing two pa-
rameters results in similar exponents. Results from the model also showed that
fixing these two parameters produces larger overall temperatures compared to the
variable case. To expand upon this, the ionisation state and specific heat capacity
were varied independently while also adding another resistivity, Robinson, to the
investigation. Results showed that fixing the specific heat capacity has a larger
impact on the temperature when compared to fixing the ionisation state. This
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Figure 5.9: Temperature profiles for Cu with Robinson Resistivity, R, & Low
Temperature, L, Resistivity for runs described in table 5.9. The fixing of the Z∗
& SHC follow the same process as originally discussed in 5.3 - values are fixed
at the initial temperature of the model: 1 eV
therefore shows that the selection of specific heat capacity is of crucial importance
to producing accurate analytical and numerical results.
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Figure 5.10: Temperature profiles for Ti with Robinson Resistivity, R, & Low
Temperature, L, Resistivity for runs described in table 5.9. The fixing of the Z∗
& SHC follow the same process as originally discussed in 5.3 - values are fixed
at the initial temperature of the model: 1 eV
Chapter 6
The Production of A Uniform
Heating Region From An Inverse
Conical Taper In A Resistive
Collimated Target
6.1 Overview
In the following Chapter, the generation of uniform heating for fast electron heat-
ing experiments is investigated via various targets designs based upon the inverse
conical taper, section 3.4.3.2. Results show that a 2 material design with “square”
geometry of an Al “cone”, which has a truncated inverse pyramid shape in this
geometry, connected to a Cu wire produce not only the highest temperatures but
also larger regions of uniform heating. The higher temperatures are found not only
due to the larger specific heat capacity and resistivity of Cu, resulting in larger
confining magnetic fields, but also due to the fact that these magnetic fields ex-
tended into the target, further collimating the beam. Uniform heating was found
to be generated from inhomogeneous transport of the fast electron beam through
the wire, which results in the fast electron current not decreasing monotonically
but instead varying spatially which produces regions of quasi-uniform heating.
While the exact reasons for this were not fully elucidated, further work considered
the optimisation of this uniform heating and the role of inhomogeneous transport.
First, a variety of different Z wires were investigated. Smaller Z wires result in a
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monotonically decreasing fast electron current density and thus no uniform heat-
ing. Higher Z wires did result in a larger variation in the transport of the fast
electron beam but this was also found to suppress uniform heating. Other work
investigated varying the confinement parameter via either changing IL or λL. For
λL it was found that due to the large change in the current density, completely
different transport properties were obtained leading to a change in the uniform
heating. Decreasing λL resulted in the generation of large magnetic fields within
the wire, suppressing uniform heating due to the constantly varying transport pat-
tern. Increasing λL resulted in a rapid reduction of the spatial variation of the fast
electron beam and regions of uniform heating in shallower regions of the wire. On
the other hand, varying IL resulted in similar transport patterns to the original
run. Increasing IL resulted in a reduction in the spatial modifications of the fast
electron beam, resulting in an absence of uniform heating. Decreasing IL produced
larger spatial modifications of the beam and resulted in slightly shallower regions
of uniform heating. Work also considered whether the uniform heating observed
is dependent upon a certain β value. Results showed that the uniform heating is
independent of β but the depth at which it occurs is dependent upon β due to
the current density dependence upon it. Finally, the effect of geometry was con-
sidered by comparing a target in cylindrical geometry which had the same area as
the “square” wire. It was found that uniform heating occurred in both geometries
but the transport of the fast electrons is changed. This change arises due to the
cylindrical target having a larger radius, leading to weaker interior magnetic fields
and thus a far more stable transport pattern compared to the “square” target.
6.2 Introduction
If Ohmic heating is to be used in the generation of HDM, sections 1.2.4 & 3.6, pe-
riods of uniform heating will be preferable so that a consistent picture is produced.
However, as it was previously discussed in section 3.4.3.2, the fast electron beam
has a half angle, θfe. This causes the fast electron beam to spread, leading not only
to a reduction in heating but also variations in the current density. Unlike other
parameters, i.e. f , τH etc, this parameter cannot be tuned by varying laser pa-
rameters. Instead novel target designs, such as the inverse conical taper proposed
by Robinson et al (2015) [97, 111] which was also discussed in section 3.4.3.2, are
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used. The inverse conical taper reduces θfe via collisions with the conical wall,
after which the fast electron will have an angle θ and a resulting velocity
vnew = vold cos θ. (6.1)
While the inverse conical taper will reduce the longitudinal dispersion of the fast
electron beam it will not be completely removed therefore still resulting in periods
of non-uniform heating. In what follows, a variety of different targets are presented
which aim to reduce the effect of this longitudinal spreading and to optimise
uniform heating so it could possible be used in an experimental setting.
6.3 Conical Design
The truncated cone was always constructed of Aluminium, with an side length
of 10 µm which expanded to 18 µm over a distance of 50 µm thus giving a cone
half-angle of 5.71◦. The wire, connected to the cone, had a radius of 10 µm and
was 150 µm long, resulting in the tota target, cone+wire, being 200 µm in length.
In all approaches, it was assumed that the cone and wire had a “square” geometry.
While this means that the “cone” will actually be an inverse truncated pyramid,
it will still have the same characteristic properties as the cylindrical cone, i.e. a
reduction in fast electron angle. The five targets designed, labelled I-V, are shown
schematically in figure 6.1 & descriptions of the cones can be found in table 6.1.
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(a) Atomic Number(Z) for Cone I at x = 0
(b) Atomic Number(Z) for Cone I in x-y mid-
plane
(c) Atomic Number(Z) for Cone II in x-y mid-
plane
(d) Atomic Number(Z) for Cone III in x-y mid-
plane
(e) Atomic Number(Z) for Cone IV in x-y mid-
plane
(f) Atomic Number(Z) for Cone V in x-y mid-
plane
Figure 6.1: Atomic Number(Z) plots for cones I - V.
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Cone Wire material Substrate Extra target material
I Al CH2 N
II CH2 (0-50, 150-200), C (50-150) N
III CH2 Y: diagonal struts (Al)
IV C Y: diagonal struts (CH2)
V Cu CH2 N
Table 6.1: Cone characteristics
The material properties used are found in table 6.2.
Target ρ (kg m−3) Density (m−3) Z
Al 2705 6×1028 13
C (Vitreous) 1500 7.49×1028 6
CH2 925 3.96×1028 2.67
Cu 8603 8.05×1028 29
Table 6.2: Material Properties used in the construction of the cone
6.4 Numerical Setup
The five targets were then simulated on ZEPHYROS, section 3.5. Each simulation
has a grid size of 200 × 200 × 200, with each cell being 1 µm in size. 4×108 macro-
particles were used, resulting in 99502 being injected per time step and 1243 being
injected per cell. The Lee-More resistivity was used throughout. The temporal
profile of the laser beam is a top-hat function of 1 ps. The laser radius was also
treated as a top-hat function, with this being equal to the initial cone radius, 5 µm.






section 2.7.2, was taken to be 0.3. The magnetic field evolution was described via
equation 3.92. 6 separate simulations were performed, with these being presented
in table 6.3.
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Run IL (Wcm
−2) λ (µm) τL (ps) Fast e- Temp (MeV) Fast Electron Angle (θ)










The heating profiles from each of the cones for each of the runs were taken in the
middle of y & z plane, y = z = 100 µm, and were measured between 40 - 100 µm.
To qualify uniform heating from these lineouts, the following algorithm was used.
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Algorithm 1 Uniform Heating I
1: function Finding Values(temp input)
2: disn list = [ ]
3: temp list = [ ]
4: for i in range(len(temp input)) do
5: if 39 =< i =< 99 then:
6: diff one = temp input[i] - temp input[i-1]
7: diff two = temp input[i] - temp input[i-2]
8: diff three = temp input[i-1] - temp input[i-2]
9: if all(abs(diff one, diff two, diff three)) =< 2 then:




14: order list = Remove duplicates and order: disn list
15: for j,k in enumerate(order list) do:
16: temp list[k] = temp input[j-1]
17: end for
18: calculate uniformheating (temp list, order list)
19: end function
20: function Calculating Uniform Heating(temp list, order list)
21: res disn = [ ]
22: res temp = [ ]
23: p = 0 . Iterator used to access results list
24: for m in range(len(disn list)) do:
25: res disn: ← disn list[m], res temp: ← temp list[m]
26: if abs(res disn[p]-res disn[p-1] > 1) or m+1 == len(order list) then
27: if not m+1 == len(order list) then
28: remove last element from both lists
29: p = 0
30: end if
31: average temp = avg(res temp)
32: Difference = max(res temp) - min(res temp)
33: Distance = res disn
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Algorithm 2 Uniform Heating II
34: if Difference <= 2 then
35: print(average temp)
36: print(Difference = max(res temp) - min(res temp))
37: print(Distance = res disn)
38: end if
39: res disn = [ ]
40: res temp = [ ]
41: res disn: ← disn list[k], res temp: ← temp list[m]
42: end if
43: p += 1
44: end for
45: end function
46: temp input = read output temperature files . temp input is a list containing
temperatures
47: Finding Values(temp input)
This method does mean that we allow for small variations within regions of uni-
form heating and as such the average temperature, T¯ , is used instead. As well as
this, the variation in the temperature, δT = Tmax-Tmin, is presented with values
> 2 eV neglected.
One thing which can be noted from the algorithm is that some periods of uni-
form heating in this algorithm will be neglected i.e. consider the following.
Algorithm 3 Example List
1: disn list = [77, 78, 79, 80, 81, 82, 83, 84, 85]
2: temp list = [227.1, 226.1, 226.8, 227.8, 228.4, 229.1, 230.0, 230.1, 231.8]
3: difference = 5.7
Here it can be seen that there are two periods of uniform heating could be gained
from here: 77-80 & 83-85. However while these are periods of uniform heating, they
are not optimum in heating experiments. By this it is meant that the ideal period
of uniform heating will be an almost constant period temperature surrounded by
considerably different temperatures, therefore allowing for it to be easily detected
in an experimental setting. The scenario above fails due to the two periods of
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uniform heating not being easily distinguishable from one another, leading to the
overall picture of the temperatures being a linear growth, as seen by the difference
value.
Graphs of the temperature lineouts for the 6 runs can be found in figure 6.2
and the uniform heating exhibited in these figures is found in table 6.4.
Cone Run Distance (µm) T¯ (eV) δT (eV)
I D 60-65 329.67 1.70
III C 79-81 133.33 2.00
D 61-64 329.50 2.00
91-98 217.17 2.00
84-89 170.38 1.70
IV F 53-58 101.43 1.60
81-86 138.17 2.00
V D 68-70 304.67 1.70
75-82 316.15 1.80
E 75-77 216.87 2.00
F 60-62 165.03 2.00
Table 6.4: Regions of uniform heating with Tmax - Tmin ≤ 2.0
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(a) Temperature lineout for Run A (b) Temperature lineout for Run B
(c) Temperature lineout for Run C (d) Temperature lineout for Run D
(e) Temperature lineout for Run E (f) Temperature lineout for Run F
Figure 6.2: Temperature lineout for cones sliced in y-z midplane. Dashed line
denotes targets with Carbon in the substrate.
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There are a few things of interest to note from figure 6.2 & table 6.4. First and
foremost, it is noted that uniform heating is only present in Runs D-F but not
observed, barring Cone III Run C, for Runs A-C. Secondly, it is also seen from
these two sets of runs that in the latter case, A-C, the substrate plays little to no
role in the overall temperature evolution of the guiding structure while it plays
a major role in the temperature evolution for the runs, D-F. Each of these are
discussed in more detail in the following two sections.
The reason for Runs A-C substrate playing little role in the evolution of the tem-





(1− cos θfe) = Pf
e
(1− cos θfe) . (6.2)
where Pf is the fast electron momentum.
The confinement conditions are therefore
Run θfe (Degrees) (BφLφ) >
A 0 0 · Pf
e




9.29 0.013 · Pf
e




24.29 0.089 · Pf
e




39.29 0.226 · Pf
e




54.29 0.416 · Pf
e




69.29 0.646 · Pf
e
Table 6.5: Confinement criteria for A - F. The superscript denotes the angle
after one collision with cone.
It can clearly be seen from the criteria presented in table 6.5, that almost all of the
fast electrons will be confined within the guiding structure for Runs A-C, therefore
resulting in the propagation of the fast electrons being the defining feature of the
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(a) log10 plot of fast electron density sliced at
z = 100 µm for cone I Run D
(b) log10 plot of fast electron density sliced at
z = 100 µm for cone II Run D
(c) Bz at z = 100 µm for Cone I. (d) Bz at z = 100 µm for Cone II.
Figure 6.3: 2D plots for cone I & II showing (a) - (b): nf & (c) - (d): Bz
respectively. All plots sliced at z = 100 µm.
heating profiles. The larger density of fast electrons within the wire results in
both stronger heating and larger magnetic fields. This, in-turn, results in far
larger variation in the current density producing greater variations in the heating
profiles, as seen in figures 6.2a - 6.2c. The one slight variation in this trend occurs
in Run C. Here it can be noted that the temperatures produced are lower than
the ones found in Run D, which has a 15◦ larger θfe. This is due to hollowing of
the fast electron beam from interior magnetic fields.
In the D-F cases however it is noted that the there is a difference in the heating
profiles between the cones with a CH2 substrate, I, III & V, and a C substrate, II
& IV. In each of these runs, it can be seen that targets with a C substrate produce
temperatures ∼ 100 eV lower than the CH2 counterparts. These low temperatures
are due to the hollowing of the fast electron beam which can be seen by taking 2D
plots of nf & Bz in x-y midplane for I & II, figure 6.3. The hollowing of II, figure
6.3b, is caused by the generation of magnetic fields within the guiding structure,
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figure 6.3d. Due to the resistivity of carbon being larger compared to CH2, the
confining azimuthal magnetic field will be weaker, figure 6.4c, which results in less
fast electrons being confined. This, in turn, will lead to more inhomogeneities in
the fast electron propagation resulting in interior magnetic fields which push fast
electrons away from the center of the target - hollowing the beam. This is in stark
contrast to I where negligible magnetic fields occur within the guiding structure.
One possible consequence of this hollowing is that the target will only be heated
to 10s eV which could lead to a possible method for the generation of WDM.
The struts used, III-IV figure 6.1d - 6.1e, have no impact on the overall tem-
perature of the target. This could be due to the fact that the struts are too far
out to really impact the temperature and tighter struts could be built to encourage
stronger uniform heating.
While there is limited uniform heating in the targets, table 6.4, it can be seen that
V produces the most significant regions of uniformity with Run D being the most
successful. V differs from all the other cones, with an Al cone & Cu wire. The
transition between Al & Cu is seen throughout figure 6.2. Both the transition and
uniformity in longitudinal heating can be considered from the equation for Ohmic







where Tb is the background temperature of the target.
The immediate drop between the two targets is thus due to the increase of the
specific heat capacity. Regions of uniform heating, across all types of targets, arise
from a uniformity in current density. This can clearly be evident in figure 6.4a
which shows j2x, sliced in the y-z midplane, for Run D across cones I, II & V.
The reason for these extended uniformities in the current density arises from how
the fast electron flow develops, which will be strongly influenced by the specific
heat capacity and resistivity. Due to Copper having a larger Z & specific heat
capacity, the resistivity is not only larger than Al but stays larger for longer thus
resulting in larger confining magnetic fields, figures 6.4b & 6.4c. As well as this,
it can be seen that the structure of the magnetic field differs from the Al case,
with this extending inside the guiding structure resulting in a larger Lφ. From
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(a) j2x sliced in y-z midplane for Cones I, II &
V Run D.
(b) Bz at y = 100 µm for Cone V.
(c) Bz lineout at x = 78 µm, y = 100 µm for
Cones I, II & V.
(d) Plot showing j2x sliced at x = 78 µm, y =
100 µm for Cone I, Cone II & Cone V, Run D.
Figure 6.4: (a) j2x sliced in y-z midplane for Cones I, II & V. (b) Bz sliced y
= 100 µm for Cone V. (c) Bz lineout at x = 78 µm, y = 100 µm for Cones I,
II & V. (d) j2x sliced at x = 78 µm, y = 100 µm for Cone I, II & V. All plots
come from RunD.
the confinement criteria, equation 6.2, this results in more fast electrons being
confined within the wire and thus larger temperatures in the guiding structure.
Due to the magnetic field extending into the wire, it also acts to further collimate
the fast electron beam within the wire, as seen in figure 6.4d. Furthermore, the
higher current density also leads to term (a) from equation 3.92 to reinforce the
collimation. This leads to higher current densities in the center of the target which
may affect uniformity.
While this may give a description of why higher temperatures are seen and why
uniform heating may last longer in a Cu wire, the question still remains: Why
does this occur? This is considered in more detail in the following section.
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6.5.2 Uniform Heating for Cone V Run D
A striking feature of j2x in figure 6.4a is that after 60 µm the Cu wire current
density increases which is in stark contrast to the Al wire current density. The
suggestion here is therefore that non-uniformities in the current density leads to
regions of uniformity. This can be considered from the temporal evolution of j2x







z in 2D plots as shown in figures 6.5 & 6.6.
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(a) Lineout for j2x & tb at 300 fs. (b) j
2 at z = 100 µm for 300 fs
(c) Lineout for j2x & tb at 400 fs. (d) j
2 at z = 100 µm for 400 fs
(e) Lineout for j2x & tb at 500 fs. (f) j
2 at z = 100 µm for 500 fs
Figure 6.5: 300 - 500 fs for (a), (c), (e): j2x, red, & background temperature,
tb, green, and (b), (d), (f): 2D plot of j2 at z = 100 µm
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(a) Lineout for j2x & tb at 600 fs. (b) j
2 at z = 100 µm for 600 fs
(c) Lineout for j2x & tb at 700 fs. (d) j
2 at z = 100 µm for 700 fs
(e) Lineout for j2x & tb at 800 fs. (f) j
2 at z = 100 µm for 800 fs
Figure 6.6: 600 - 800 fs for (a), (c), (e): j2x, red, & background temperature,
tb, green, and (b), (d), (f): 2D plot of j2 at z = 100 µm
Chapter 6. Uniform heating from an inverse conical taper in a resistive
collimated target 126
(a) Lineout for j2x & tb at 900 fs. (b) j
2 at z = 100 µm for 900 fs
(c) Lineout for j2x & tb at 1000 fs. (d) j
2 at z = 100 µm for 1000 fs
Figure 6.7: 700 - 1000 fs for (a) & (c): j2x, red, & background temperature,
tb, green, and (b) & (d): 2D plot of j2 at z = 100 µm
From both these figures it can be seen that there are spatial variations in the
current density which grow in time. At 500 fs, figures 6.5e & 6.5f, modulations in
the j2x occur at 58 µm where the beam is hollowed. At 600 fs, figure 6.6a & 6.6b, it
is seen not only is this hollowing effect enhanced but that there is a collimation of
the fast electron beam, with fast electrons pushed towards the target center, which
leads to the peak in temperature. As the target evolves in time, these hollowing
and collimating effects also grow. At 900 fs, figures 6.7a & 6.7b, it is seen that a
smaller hollowing of the beam starts at 68 µm before the collimating effect occurs
at 73 µm. This leads to uniform heating being induced after this collimating effect
as seen in the final time step, figures 6.7c & 6.7d. Thus, regions of uniform heating
occur due to inhomogeneous transport of the fast electron beam.
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While the reason for this inhomogeneous transport was not considered in this the-
sis, it is noted that the extension of the magnetic field, figures 6.4b & 6.4c, leads
to a further collimation of the beam which can possibly aid in the uniformity of
the heating. Furthermore, throughout the rest of this Chapter, Cone V Run D
will be the sole focus of our attention. In the following sections, the optimisation
of the uniform heating from the variation in material of wire & laser parameters
are considered. While this may not completely elucidate the exact reasons why
this effect occurs, it will allow us to qualify what the optimum characteristics are.
6.5.3 Wire Material
With a change of material at the cone-wire interface producing favourable regions
of uniform heating, a further investigation was carried out. In this approach, the
material of the wire was varied with the respective materials found in table 6.6.
Target ρ (kg m−3) Density (×1028 m−3) Z
Au 19410 5.9 79
Li 534 4.57 3
Ti 4577 5.71 22
Table 6.6: Material Properties for the wire
The simulations follow the same parameters outlined in section 6.4, with the di-
vergence angle being treated as Run D, table 6.3.
Temperature profiles in the y-z midplane for these 3 targets, which are compared
to cones I & V, are presented in figure 6.8 & tabulated values of uniform heating
are presented in table 6.7.
Cone Distance (µm) T¯ (eV) δT (eV)
Au 76-79 375.75 1.10
Ti 97-100 243.27 1.20
Table 6.7: Regions of uniform heating for various materials with Tmax -
Tmin ≤ 2.0
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Figure 6.8: Temperature profile in y-z midplane for various wire materials.
All simulations follow Run D parameters.
The temperature profiles presented in figure 6.8 build upon the argument presented
in the previous sections. Due to Li having a smaller specific heat capacity, it results
in a rapid heating of the wire immediately after the material interface. This rapid
heating, combined with the smaller resistivity due to a smaller Z, leads to the
smallest resistivity across the various materials. This results in a weaker magnetic
field and allows for more fast electrons to leave the guide wire. For targets with
a higher Z than Al, such as Ti, Cu & Au, there is the characteristic drop in
temperature once the fast electrons move between the cone and wire before all
of the targets produce temperatures larger compared to the Al wire, with the
reasons for this being discussed in the preceding sections. However, while all
3 of these materials produce temperatures larger than Al, it is noted that the
temperature profile within the wire differ substantially. The lowest Z of these 3
targets, Ti, results in a temperature profile closer to Al with a continual decrease
in temperature while Cu sees a plateau in temperature and Au sees an increase
in temperature. This can once again be considered from the current density and
magnetic field profiles as presented in figure 6.9.
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(a) j2x for Al, Au, Cu & Ti (b) Bz at x = 78 µm, y = 100 µm for materials.
(c) Bz(red & blue lines) & j
2
x(green and black
lines) at x = 78 µm, y = 100 µm for Au(solid
line) & Cu(dashed line).
Figure 6.9: (a) j2x sliced in y-z midplane for Au & Cu, (b) Bz lineout at x =
78 µm, y = 100 µm for Cones I, V & materials discussed in table 6.2, (c) Bz
lineout at x = 60 µm, y = 100 µm for Au & Cu.
Figure 6.9a explains why no uniform heating is experienced in Ti. Here it can
be noted that j2x follows a similar profile to Al, with a continuous decrease in the
current density. As it was noted in section 6.5.2 uniform heating occurs due to
spatial modulations in the current density and thus no uniform heating is found
in Ti. This is in contrast to Au where the largest density modulations occur. This
is due to the large size of the collimating and hollowing fields found within Au as
seen in figures 6.9b & 6.9c respectively. While the collimating field will result in
larger temperatures compared to Cu, at 75-85 µm, the hollowing field is far larger
leading to a rapid reduction of the current density. These larger variations in the
current density therefore prevent uniform heating from occurring.
These results therefore suggest that there is an optimum Z value for uniform
heating, around the Cu value, for which the fields are large enough to collimate
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the fast electron beam but not large enough to generate large interior magnetic
fields which result in a larger hollowing of the beam.
6.5.4 Optimum Parameters
Throughout the above discussion all laser parameters were kept constant. Thus, a
question which arises from this is what happens to the regions of uniform heating
when the confinement condition is increased or decreased. To consider this a
variety of runs were performed, with these being found in table 6.8.
Run IL (×1019 Wcm−2) λ (µm) τL (ps) IL · τL Fast e- Temp (MeV)
1 5 1 1 5×1019 2.61
2 2.5 2 1.72
3 7.5 0.666 3.29
4 5 0.5 1 1.11
5 2 5.66
Table 6.8: Variation in parameters.
Once again temperature profiles in the y-z midplane for these runs are presented
in figure 6.10 & tabulated values of uniform heating are presented in table 6.9.
Run Distance (µm) T¯ (eV) δT (eV)
2 66-71 574.03 1.60
3 59-61 169.63 1.90
4 61-63 347.73 1.90
66-69 353.05 1.50
5 53-59 114.76 1.40
Table 6.9: Regions of uniform heating for runs with Tmax - Tmin ≤ 2.0
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Figure 6.10: Temperature profile in y-z midplane for various laser parameters.
Run D divergence angle used.
(a) log10 plot of fast electron density sliced at
z = 100 µm for Run 2, decreased IL.
(b) log10 plot of fast electron density sliced at
z = 100 µm for Run 3, increased IL.
(c) log10 plot of fast electron density sliced at
z = 100 µm for Run 4, decreased λL.
(d) log10 plot of fast electron density sliced at
z = 100 µm for Run 5, increased λL.
Figure 6.11: log10 plot of fast electron density sliced at z = 100 µm for (a)
Run 2, (b) Run 3, (c) Run 4 & (d) Run 5.
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The reasons for the higher temperatures in runs 2 & 4 can be considered from
equations 4.5 & 6.2 [98]. A reduction in λL will result in a reduction of the
ponderomotive energy, equation 2.64, which results in a higher current density,
equation 4.5. This higher current density will lead to larger magnetic fields, equa-
tion 3.92, and thus a larger left hand side for equation 6.2, leading to more fast
electrons being confined. For the intensity variation, while a decrease in intensity
will result in a lower current density this is offset by a lower velocity of the fast
electrons, resulting in a smaller right side for equation 6.2 and thus more fast elec-
trons confined. The inverse of this explains why a reduction in the confinement is
also observed. These phenomenon can be seen in figure 6.11.
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(a) (a) j2x sliced in y-z midplane for Runs 1-5.
(b) Bz sliced at x = 78 µm and y = 100 µm
for Runs 1-5.
(c) Bz sliced at z = 100µm for Run 4.
(d) Bz lineout at x = 20 µm, y = 100 µm for
Runs 2 & 4
(e) Bz lineout at x = 30 µm, y = 100 µm for
Runs 2 & 4
Figure 6.12: (a) j2x sliced in y-z midplane for Runs 1-5. (b) Bz sliced at x =
78 µm and y = 100 µm for Runs 1-5. (c) Bz sliced in x-y midplane for Run 4.
(d) Bz lineout at x = 20 µm, y = 100 µm for Runs 2 & 4. (e) Bz lineout at x
= 30 µm, y = 100 µm for Runs 2 & 4.
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With regards to uniform heating from these runs, it can be seen that the varia-
tion results in differing results. When varying IL it is noted that the j
2
x profile,
figure 6.12a, follow very similar patterns: an increase in density, before a trough
and followed by another increase in density. However the differences come in the
relative amplitudes sizes of these variations. An increases in IL, i.e. a decrease in
the confinement parameter, therefore results in an overall smaller current density
and thus a smaller increases in density and no uniform heating due to the smaller
density modulations. While the decrease in IL, an increase in the confinement
parameter, therefore results in larger density modulations compared to Run 1, it
does still result in uniform heating which occur at a similar position to Run 1.
In comparison, varying λL results in disparate heating profiles due to the large
variation in jf . The increase in λL, resulting in a decrease in both jf and the con-
finement parameter, results in the characteristic hollowing and collimation being
dramatically reduced. This does however result in a small region of uniform heat-
ing which occurs far sooner, at around 53-59 µm depth, than in any other result.
The decrease in λL, resulting in an increase in both jf and the confinement param-
eter, leads to the generation of large magnetic fields within the guiding structure,
as seen in figure 6.12c. This leads to an even more inhomogeneous transport of the
fast electron beam which undergoes rapid hollowing and collimation in the wire
as seen in figures 6.12d & 6.12e preventing uniform heating.
6.5.5 The Role of β in uniform heating
In the previous section, it was shown that a variation in current density leads to
differing periods of uniform heating. Another parameter which impacts the current
density is the laser fast electron conversion efficiency β, equation 3.78, which was
kept at 0.3 throughout all simulations. Thus, a question which arises is: does this
period of uniform heating occurs only at β = 0.3 or if it is independent of β? To
consider this, β was both increased and decreased with the runs found in table
6.10.
Run IL (×1019 Wcm−2) λ (µm) τL (ps) β Fast e- Temp (MeV)
β0.3 5 1 1 0.3 2.61
β0.2 0.2
β0.4 0.4
Table 6.10: Runs used for varying β.
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Figure 6.13: Temperature profile in y-z midplane for various laser parameters.
Run D divergence angle used.
Temperature profiles in the y-z midplane for these respective runs can be found
in figure 6.13 and the tabulated forms of uniform heating are presented in table
6.11.
Run Distance (µm) T¯ (eV) δT (eV)
β0.3 68-70 304.67 1.70
75-82 316.15 1.80
β0.2 56-59 223.93 1.40
66-73 238.80 1.90
β0.4 67-71 224.80 2.00
85-88 308.53 1.40
Table 6.11: Regions of uniform heating for β variation, with Tmax - Tmin ≤
2.0. β0.3 has been added for convenience of the reader.
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(a) j2x sliced in the midplane for the 3β values. (b) Bz sliced at z = 100µm for β = 0.2 between
x = 40 - 100 µm & y = 70 - 130 µm
(c) Bz sliced at z = 100µm for β = 0.3 between
x = 40 - 100 µm & y = 70 - 130 µm
(d) Bz sliced at z = 100µm for β = 0.4 between
x = 40 - 100 µm & y = 70 - 130 µm
Figure 6.14: Figure showing a) j2x in the midplane for the 3 β values, (b)-(d)
Bz sliced at z = 100 µm for β = 0.4 between x = 40 - 100 µm & y = 70 - 130
µm for b) β = 0.2, c) β = 0.3, d) β = 0.4.
The results from both figure 6.13 and table 6.11 show that the periods of uniform
heating are independent of the β value, with the temperature profiles sharing the
same characteristic traits as discussed in section 6.5.2. All runs also experience two
periods of uniform heating, with all runs sharing one at a minimum distance of 68-
70 µm. The other period of uniform heating is dependent upon the value of β, with
larger values occurring deeper into the target. This can be considered from the
j2x plot, figure 6.14a. The larger current density results in larger interior magnetic
fields, figure 6.14d, which result in larger periods of inhomogenous transport. Due
to the uniform heating occurs after this period of inhomogeneous transport, section
6.5.2, the uniform heating will occur deeper in the target for β0.4 and at a shallower
depth for β0.2.
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6.5.6 Varying Conical Geometry
Figure 6.15: Atomic Number (Z) at x = 0 for Cone V with a cylindrical
geometry
As it was noted in section 6.3, the geometry assumed in the above results follows
a “square” geometry, figure 6.1. While the geometry of the guide wire can be any,
as long as there is a perpendicular resistivity gradient to the propagation of fast
electrons (see figure 3.6 [101, 105, 144]), the most commonly used geometry is that
of a cylindrical wire [4, 98, 102, 103]. A question which therefore arises is how does
the cylindrical geometry compare to the “square” used in this chapter. To perform
this comparison, some care must be taken as the area of the square is given by l2,
where l is the side of a square, while the area of circle is given by pir2 thus meaning





, where As is the area of the square at that expansion, it allows for a
fair comparison between the two geometries. It must be noted however that there
is a caveat with this approach. As it was previously discussed in section 6.4, the
grid size is taken to be 2003 grid with a spacing of 1 µm in all directions. This
means that the areas will not be exact but as shown in table 6.12, all values are
within a 12% range therefore allowing for a reasonable comparison.
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Square Circle Circle Sim % Difference
Start
Length (l) or Radius (r) (µm) 10 (l) 5.64 (r) 6 (r)
Area (µm2) 100 100 113.10 11.6
Exp 1
Length (l) or Radius (r) (µm) 12 (l) 6.77 (r) 7 (r)
Area (µm2) 144 144 153.94 6.0
Exp 2
Length (l) or Radius (r) (µm) 14 (l) 7.90 (r) 8 (r)
Area (µm2) 196 196 201.06 2.6
Exp 3
Length (l) or Radius (r) (µm) 16 (l) 9.03 (r) 9 (r)
Area (µm2) 256 256 254.47 0.6
Exp 4
Length (l) or Radius (r) (µm) 18 (l) 10.16 (r) 10 (r)
Area (µm2) 324 324 314.16 3.0
Wire
Length (l) or Radius (r) (µm) 20 (l) 11.28 (r) 11 (r)
Area (µm2) 400 400 380.13 5.0
Table 6.12: Runs used for “circle” wire so that its area would match “square”.
Circle Sim denotes the value used in ZEPHYROS.
To kept consistency between the two targets, it is assumed that rlaser = rcone mean-
ing that rlaser is taken to be 6 µm, compared to the 5 µm for the Square. All other
parameters follow Cone V Run D.
Temperature profiles in the y-z midplane for these respective runs can be found
in figure 6.16 and the tabulated forms of uniform heating are presented in table
6.13.
Run Distance (µm) T¯ (eV) δT (eV)
Square 68-70 304.67 1.70
75-82 316.15 1.80
Circle 74-81 261.08 1.40
Table 6.13: Regions of uniform heating for the two geometries, with Tmax -
Tmin ≤ 2.0. Square has been added for convenience of the reader.
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Figure 6.16: Temperature profile in y-z midplane for targets described in table
6.12
Figure 6.16 & table 6.13 show that the uniform heating generated inside the wire
is independent of geometry, with both targets producing uniform heating in the
region of 75 - 81 µm. However, it is also clear to see that the two geometries
produce contrasting heating profiles, with “circle” producing a relatively stable
profile with lower temperatures while the “square” target produces inhomogeneous
transport with higher temperatures. Thus, the geometries play a crucial role in
defining the periods of uniform heating. To consider the reasons for this in more
detail, we take both jx and Bz profiles as presented in figure 6.17.
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(a) Lineout for j2x in y-z midplane at 1000 fs for Square and Circle.
(b) 2D plot for Bz sliced in z for Square at 1000
fs
(c) 2D plot for Bz sliced in z for Circle at 1000
fs
(d) 2D plot for j2x sliced in z for Square at 1000
fs
(e) 2D plot for j2x sliced in z for Circle at 1000
fs
Figure 6.17: Plots showing Square and Circle at 1000 fs: a) j2x in y-z midplane,
b) - c): 2D plot for j2x sliced in z for Square and Circle respectively, d) - e): 2D
plot for bz sliced in z for Square and Circle respectively
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Figure 6.17a clearly shows the distinct transport patterns in the two geometries.
Unlike the “square” target which experiences inhomogeneous transport with pe-
riods of hollowing followed by collimation in the center of the wire, as discussed
in section 6.5.2, the “circle” target follows far more of a step profile with smaller
periods of increasing current density. These effects can be considered from the
interior magnetic fields presented in figures 6.17b & 6.17c. As it can be seen in
both the cone, 22 µm & 32 µm, and the wire, where the collimating magnetic
field extends into the target, the interior magnetic field is weaker in the “circle”
target. This is due to the fast electron beam having a larger radius, starting at 6
µm vs 5 µm for “square”, therefore leading to a weaker field generation, equation
3.91. These weaker fields means that the fast electron beam will experience far
less pull or push from the center of the target, leading to a far more uniform profile
compared to “square”.
From our definition of uniform heating, periods of uniform heating which are
distinguishable section 6.5.1, it would be suggested that “square” is superior to
the “circle” wire due to not only having two periods of uniform heating but also
that both periods of uniform heating being considerably different from the rest of
the temperatures. However, it must be noted that this conclusion is only relevant
to wires with this area and other area combinations may produce differing results.
6.6 Conclusion
In this chapter, the generation of uniform heating, which could be used in an ex-
perimental setting, was investigated from a variety of inverse conical taper designs
with a “square” geometry. It was found that the strongest regions of uniform
heating, and highest temperatures, are produced from a material transition be-
tween an Al “cone”, a truncated inverse pyramid in this geometry, & Cu wire. The
higher temperatures are due to the Cu wire having a large resistivity & specific
heat capacity, which causes for the resistivity to decrease at a slower rate and thus
results in stronger confining magnetic fields. Furthermore, these fields are found
to extend into the wire, further collimating the fast electron beam. The uniform
heating arises from spatial modifications in the transport of the fast electron beam.
The exact reasons for this were not fully elucidated but a variety of further investi-
gations were carried out to further the investigation of this phenomenon. Further
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work investigated the impact on uniformity of heating by varying the wire ma-
terial. Lower Z wires resulted in limited spatial modulations of the fast electron
beam and therefore weak production of quasi-uniform heating regions. While the
higher Z targets produced even larger and wider magnetic fields, and thus higher
temperatures, the spatial modifications in the transport are larger resulting in lack
of uniform heating. Work also considered increasing and decreasing of the confine-
ment parameter via either IL or λL respectively. Both sets of results showed that
the variation in current density impacted the overall uniformity of heating with
this being dependent upon the parameter. Increasing IL, which decreases the con-
finement parameter, resulted in a reduction of the density modulations therefore
resulting in a weak production of uniform heating. While decreasing IL, which
increases the confinement parameter, resulted in larger density modifications and
a resultant region of uniform heating was generated. On the other other, the
variation in λL caused a completely different transport patterns due to the large
modification of the current density. Increasing λL, which reduced current density,
leads to a large reduction in the modulations in the current but a region of uniform
heating are found just after the material interface. A decreased λL, an increased
current density, produces no uniform heating at all due to the large interior fields
generated within the wire. Investigations were also carried out to see if the uniform
heating was dependent upon the value of the fast electron conversion efficiency, β.
Results showed that while the production of uniform heating is independent of β,
the depths at which it occurs are changed with a higher β pushing the uniform
heating deeper into the target due to the larger current density. Finally a cylindri-
cal geometry was compared to a “square” wire with the same area. It was found
that while uniform heating is independent in both wires, the transport patterns
are strongly dependent upon the geometry, with the cylindrical geometry being
found to have far weaker interior magnetic fields due a wider fast electron beam
and thus leading to a more stable pattern.
Chapter 7
Conclusions and Future Work
7.1 Summary and Conclusions
In this thesis numerical investigations for Ohmic heating in plain, Chapters 4 -
5, and resistive structured targets, Chapter 6, were investigated. Each of these
Chapters will be described in more detail below.
In Chapter 4, simple analytical scalings for Ohmic heating were derived based on
either the Spitzer resistivity or a prescriptive low temperature resistivity. Results
from 3D PIC-hybrid simulations show that the scalings with various laser-target
parameters, IL, λL & ni, is underestimated via the Spitzer resistivity while being
more accurately represented by the prescriptive low temperature resistivity. These
results show that the low temperature regime has a crucial role in the temporal
evolution of the target.
In Chapter 5 assumptions from the prescriptive low temperature resistivity model
of constant ionisation and specific heat capacity were investigated via a 0D Ohmic
heating model. Results from the model showed that the assumption of constant Z∗
& specific heat capacity is an adequate assumption. It was noted from the heating
model that fixing both Z∗ & specific heat capacity results in higher temperatures
compared to the run with variable parameters. This argument was expanded by
both using a full resistivity model and varying Z∗ and specific heat capacity in-
dependently. Results from this further investigation show that fixing the specific
heat capacity results in higher temperatures than fixing Z∗. The results from the
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specific heat capacity thus suggest that there is a temperature dependence on the
specific capacity. This is in stark contrast to the ideal gas heat capacity which
is used in the derivation of the scaling relations which suggest that there is no
temperature dependency at all. Thus, the selection of an ideal gas heat capacity
is not adequate due its neglection of this temperature dependence.
In Chapter 6 the production of uniform heating for use in the generation of HDM
was investigated via a variety of designs using the inverse conical taper. For tar-
gets with a square geometry, a 2 material approach of an Al “cone”, a truncated
inverse pyramid in this geometry, & Cu wire, were found to exhibit the strongest
regions of uniform heating and highest temperatures compared to a pure Al struc-
ture. The resultant higher temperatures are due to both a larger resistivity and
specific heat capacity which leads to stronger confining magnetic fields. Moreover,
the magnetic fields are not only larger but are also found to further extend into
the wire, leading to further collimation of the beam therefore resulting in overall
higher temperatures in the Cu wire. Uniform heating was due to the inhomoge-
neous transport of the fast electron beam in wire. This was in stark contrast to
Al which had a monotonically decreasing current density, leading to no uniform
heating. While this effect was not fully explored in this work, investigations were
carried out to consider the various ways to optimise this uniform heating. First,
the material of the wire with Z values smaller and larger than Cu. Results showed
that decreasing the Z lead to no inhomogeneities in the transport and thus no uni-
form heating is found. Increasing Z leads to larger temperatures due to the larger
magnetic fields. However, the fast electron beam was found to have even larger
non-uniformities which lead to no uniform heating within the wire. Secondly, the
confinement parameter was also considered with it being increased & decreased
by varying either IL or λL. These two variables had dramatically different results.
The variation of λL leads to large a variation in the fast electron current density
and thus very different transport patterns. Decreasing λL, increased confinement
parameter, results in a far larger current density, leading to large magnetic fields
generated in the wire therefore increase the inhomogeneities in the transport and
thus no uniform heating. Increasing λL, decreased confinement parameter, results
in a far smaller current density and results in limited inhomogeneities of the trans-
port beam but uniform heating region is found within the wire. The variation in
IL produced similar transport patterns to the original Cu Wire. Decreasing IL, in-
creased confinement parameter, results in a larger current density and thus larger
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inhomogeneities, smaller compared to IL variation, with a uniform heating region
occurring within the wire. Increasing IL, decreased confinement parameter, results
in a smaller current density and thus smaller inhomogeneities, therefore resulting
in the suppression of uniform heating occurring within the wire. Work then went
on to consider if uniform heating was dependent upon the fast electron conversion
efficiency, β. Results showed that uniform heating was produced in all runs, with
the β value determining where the periods of uniform heating would occur. Fi-
nally, the role of geometry was considered by also construction the cone & wire in
cylindrical geometry which had roughly the same area as the “square” approach.
Results found that uniform heating was produced in both wires but the transport
of the fast electron beam varied greatly. The variation was itself generated due to
the cylindrical approach having a larger radius, leading to lower field generation
and thus meaning that the fast electron beam followed a more uniform transport
pattern.
7.2 Future Work
In this section, some outlines for future work are considered.
The investigation into simple analytical scalings showed that exponents from the
low temperature resistivity model better fits the numerical results. Future work
from this would be to consider experimental evidence which corroborates these
numerical findings. If an experimental approach was to be undertaken, there are
considerations which need to be made. Due to ZEPHYROS assuming an ideal
scenario, with fast electrons injected through a dump into the target, no consid-
erations were made with regards to the laser pulse and absorption mechanisms
occurring within an experiment. Due to this, any experimental run will need to
consider either pulse cleaning techniques or the use of structured targets, as dis-
cussed in section 3.6, will need to be employed to fully characterise the nature of
the pulse. For a characterisation of temperatures at various depth, as was done
in Chapter 4, a layered target of the required material and other transport layers
is recommended, section 3.6, so that the diagnostics can distinguish between Kα
emissions at different depths. Some of the variations investigated, e.g. a variation
of the wavelength down to the 4th harmonic, may not be achievable in the exper-
imental setting but variation of parameters such as IL and ni, e.g. by comparing
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foam targets to solids, should be considered.
With regards to the inverse conical design, there are a variety of avenues this
work can be taken along. Work should be undertaken to fully elucidate the reason
for the emergence of regions of uniform heating. Further work will also need to
consider the two geometries and carry out further investigations to fully elucidate
the reasons for the differences in both geometries. Following this, work could also
look at using a cladding suggested by Alraddadi et al (2016, 2018) [102, 103]. This
would result in a target where the guide wire was cladded with a lower Z material,
and graded until a certain Z, i.e. the substrate. This cladding, as discussed in
section 3.4.3.2 results in a reduction of the interior magnetic fields. This could
result in either uniform heating over larger scales in a variety materials higher
than Cu or it could also help elucidate the role of the interior magnetic fields in
the role of uniform heating.
Appendix A
Thomas-Fermi Analytic Formulas
A.1 Thomas-Fermi Analytic Formulas
T = 0, any density
ρ1 = ρ/(AZ) ρ in g/cm
3
x = α (ρ /(ZA))β α = 14.3139
Z∗ = Zx/(1 + x +
√
1 + 2x) β = 0.6624
Any temperature and density
ρ1 = ρ/(AZ)
T1 = T / Z
4
3 a1 = 0.003323





1 a3 = 9.26148×10−5
B = -exp(b0 + b1Tf + b2T
7
f ) a4 = 3.10165
C = c1 Tf + c2 b0 = -1.7630
Q1 = A ρ
β
1 b1 = 1.43175




C b2 = 0.31546
x = α Qβ c1 = -0.366667
Z∗ = Zx/(1 + x +
√
1 + 2x) c2 = 0.983333
Table A.1: Analytic Formulas for ionisation degree Z∗. T is taken in units of
eV. Model reproduced from Atzeni (2004) [18]
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